BEARING & TOOL CENTRE

Mrommrrest Bl

Head Office Ahmedabad Branch
1* Floor, Vyapar Bhavan, Kadia Kui, GF-B-14, Jayraj Complex, Nr. Soni ni Chawl,
Relief Road, Ahmedabad - 380001. Odhav, Ahmedabad - 382415,
Ph:- 079 - 22160386, 65254835, 22134835 Ph:- 079 - 22890202, 65458950, 65404657, 65400202
Mobile : 7819819941, 9375706649 Mobile : 7878825197, 7819819938, 9375706648

Website : www.bearingtoolcentre.com, www.bearingtoolscentre.com | Email : info@bearingtoolcentre.com

Our Sister Concern : RELIEF SERVICE CENTRE

Repairs, Remaoval of Jaw Error, Bore Gauge Extension, Instrument Maodifications & Spares

uotation
| 81 | Anemometer
Item Anemometer | Anemometer | Anemometer | Hot Wire Anemometer | Anemo+Thermo
Anemometer
Make Lutron Lutron Lutron Lutron Lutron Eurolab
Code 4201 4202 4203 4204 4206 AM 4205
Catalog PageNo- 3 PageNo - 6 PageNo-8 | PageNo-10 | PageNo-12 | PageNo-13,14
Range 0.4-30.0m/s | 0.4-30.0 m/s | 0.4-25.0m/s 0.2-20.0m/s | 0.4-25.0 m/s 0-25m/s
Temp No Yes Yes Yes Yes Yes
L.c 0.1m/s - - - - -
Rs. 5070 6900 8970 12400 11120 1550
NABL TraceRs 900 900 900 900 900 900
NABL AccreRs. 1200 1200 1200 1200 1200 1200
Item Anemometer + Psychometer
Make M aster cool
Code 52236
Temp Yes
Catalog PageNo—-14 & 15
Rs. 13800
NABL Traceable Rs 900
NABL Accrediat Rs. 1200
| 81-1 | Digital Anemometer - Metrix+ @ With 10% Discount | Moded |Rs | Catalog |
1] 0.4t030 M/S & Air Temperature Fan Type Vane Probe AVM 03 | 2900 | Page No -18,19
2 | 0.4to 45 M/S,CMM,CFM & Air Temperature Fan Type Vane Probe | AVM 05 | 3500 | Page No -18,19
3| 0.4t045M/S,CMM,CFM & Air Temperature CUP Type Probe AVM 05A | 6000 | Page No -18,19
4 | PC Interface RS 232 C + Software For AVM 05 3400 | Page No -18,19

Note : No any warranty in all above Testing | nstruments
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Terms & Conditions —

Goods offered - Subject to Prior Sale

Price Validity: "15 Days from Date of Quotation"

C.S.T 2% extra against form C. Otherwise 5% without form C For Out of Gujarat Sales only.
VAT 5% extra for Sales within Gujarat. Prices Ex-Godown Ahmedabad.
Payment against Proforma Invoice, Packing, Forwarding & Freight extra.
Bank Detail — Kotak Mahindra Bank Ltd.

Branch — Shivranijini

Bank IFSC Code - KKBK 0000 810

Bank Account No. 08102 00000 2689

Note - While making payment online do mention your Company's name.
TIN NO 24070901229 , CST No. 24570901229

We are looking forward to your valued orders.
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LUTRON MAKE
DIGITAL ANEMOMETER

Model : AM-4201 1S0-9001, CE, IEC1010

FEATURES

*  The portable anemometer provides fast
accurate readings with digital
readability and the convenience of
a remote sensor separately.
* Multi-functions for air flow
measurement:
m/s, kim/h. f/min. knots.
* Low-friction ball-bearing design
resulting in accuracy at both high
and low velocities.

*  Conventional twisted vane arms.

PDF created with pdfFactory Pro trial version www.pdffactory.com
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LUTRON ELECTRONIC

always a source of unreliability have
been eliminated.

DATA HOLD.

Compact housing cabinate.

Wide applications: use this
anemometer to check air conditioning
& heating systems. measure air
velocities, wind speeds.
temperature...etc.

The Art of Measurement

DIGITAL ANEMOMETER
Model : AM-4201

FEATURES

* The portable anemometer provides fast,
accurate readings, with digital readability and
the convenience of a remote sensor separatel

b

DATA HOLD function for stored the desired
value on display. Large LCD display, easy to
read.

Multi-functions for air flow measurement:
m/s, km/h, ft/min, knots.

LCD display for low power consumption &
clear read-out even in bright ambient light

Low-friction ball-bearing design allows free

condition.

vane movement, resulting in accuracy at both
high & low velocities.

Used the durable, long-lasting components,
including a strong, light weight ABS-plastic

A sensitive balanced vane wheel rotates freely

housing case.

in response to air flow.

Wide applications: use this anemometer to

* Conventional twisted vane arms, always a
source of unreliability have been eliminated.

check air conditioning & heating systems,
measure air velocities, wind speeds,

* Compact housing cabinet, easy to carry out.

temperature...etc.

* Built-in low battery indicator.

GENERAL SPECIFICATIONS
Display 18mm (0.7") LCD (Liguid Temp. Sensor  |Naked-bead type k
Crystal Display), 3 1/2 digits. |* AM4207 only [thermocouple probe.
Measurement |m/s (meters per second), Power Supply |DC 9V 006P, MN1604({PP3)

km/h (kilometers per hour},
ft/min (feet/per minute),

battery (Heavy Duty Type) or
equivalent.

Power

knots (nautical miles per hour),

PDF created with pdfFactory Pro trial version www.pdffac
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Temp.- C,F (AM-4202 only). |Consumption
Data hold. Weight 325 g/0.72 LB (including battery

Operating 0°Cto50 C (32 °F to 122 'F). |Dimension Instrument :

Temp. 168 x 80 x 35mm

Operating Less than 80 % RH. (6.6 x 3.2 x 1.2 inch)

Humidity Sensor Head :

Air Velocity Conventional twisted vane arms Round, 72 mm Dia.

Sensor and low-friction ball-bearing Standard Instruction Manual...........1 PC.

Structure design. Accessories SENS0E ProDe..coiisie 1 PC.
Carmying case..........cccoeee- 1 PC.

ELECTRICAL SPECIFICATION (23 +£5¢ )

A. Air velocity

Measurement Range Resolution Accuracy

m/s 0.4-30.0 m/s 0.1 m/s + (2% + 1d)

km/h 1.4-108.0 km/h 0.1 km/h +(2 % + 3d)

ft/min. 80-5910 ft/min. 10 ft/min. +(2% + 2d)

knots 0.8-58.3 knots 0.1 knots +(2%+2d)

Note: m/s - meters per second kmy/h - kilometers per hour

ft/min - feet/per minute knots - nautical miles per hour
* Appearance and specifications listed in this brochure are subject to change without notice. 408-AM4201
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with Temp. Measurement

DIGITAL ANEMOMETER

Model : AM-4202 ISO-9001, CE, IEC1010

FEATURES

* The portable anemometer provides
fast accurate readings with digital
readability and the convenience of
a remote sensor separately.

* Multi-functions for air flow
measurement:
m/s, km/h, ft/min, knots.

* °C,’F temperature measurement.

* Low-friction ball-bearing design
resulting in accuracy at both high

and low velocities.
* Conventional twisted vane arms,

always a source of unreliability have

been eliminated.
* DATA HOLD.,
* Compact housing cabinate.

* Wide applications: use this

anemometer to check air conditioning

& heating systems, measure air

velocities, wind speeds,

temperature...etc.

L1 rLl.Itl"OI'I

LUTRON ELECTRONIC
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DIGITAL ANEMOMETER ( with Temp. )

Model : AM-4202

FEATURES

* The portable anemometer provides fast,
accurate readings, with digital readability and
the convenience of a remote sansor saparataly.

read.

*= DATA HOLD function for stored the desired
value an display. Large LCD display, easy to

* Multi-functions for air flow measurament:
mys, km/h, ft/min, knots.

* Build in temperature 'C, °F measuremeant.
Thermocouple sensor for fast temp. response
time.

condition.

* LCD display for low power consumption &
clear read-out even in bright ambient light

inciuding a

* Low-friction ball-bearing design allows free
vane movement, resulting in accuracy at both
high & low velocities.

= Used the durable, long-lasting components,

strong, light weight ABS-plastic

housing casa.

* Compact housing cabinet, easy to carry out.

* Built-in low

battery indicator.

* A sensitive balanced vane wheel rotates freely
in response to air flow.

* Conventional twisted vane arms, always a
source of unreliability have been eliminated.

* Wide applications: use this anemometer to
check air conditioning & heating systems,
measure air velocities, wind speeds,
temperature...etc.

GENERAL SPECIFICATIONS

Display 18 mm (0.7") LCD (Liguid Temp. Sensor  |MNaked-bead type k
Crystal Display), 3 1/2 digits. thermocouple probe.
Measurement [m/s (meters per second), Power Supply |DC SV 006F, MN1604{PP3)
km/h (kilometers per hour), battery (Heawvy Duty Type) or
ft/min (feet/per minute), equivalent.
knots (nautical miles per hour), Power Approx. DC 9 mA.
Temp.- C,°F. Consumption
Data hold. Weight 325 g/0.72 LB.
Operating 0D°C oS50 T (32 °F to 122 "F). Dimension Instruvment !
Temp. 158 » 80 x 35 mm
Operating Lass than 80 % RH. (6.6 x 3.2 x 1.2 inch)
Humidity Sensor Hesd -
Air Velocity Conventional twisted vane arms Round, 72 mm Dia.
Sensor and low-friction ball-bearing Standard Instruction Manual...........1 PC.
Structure design. Accessories Sensor probe......coccveievinnns 1 PC.
Cartying case.......cuivieeaa1 PC.
ELECTRICAL SPECIFICATIONS (235t )
Air velocity
Measurement Range Resolution Accurscy
my's 0.4-30.0 m/s 0.1 m/s + (2% + 1 d)
krm/h 1.4-108.0 km/h 0.1 kmy/h + {2 % + 3 d)
ft/min. 80-5910 ft/min. 10 ft/min. + (2 % + 2 d)
knots 0.8-58.3 knots 0.1 knots + (2% + 2 d)
Note: mys - meters per second Amy/h - Kllometers per flour
fTimin - feet/per minute knols - nauwbical miles per hour
Temperature
Measurement Range Resolution Accurascy
T D°C ol C 0.1 °C +0.B°C
F 32 °F to 140 °F 0.1°F £ 1.5°F
* Appearance and specfications listed in this brochure are subject to change without notice. 0603-AM4202
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ANEMOMETER <

Model : AM-4203 1S0-9001, CE, IECI1010

W iwen AM=-4202
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DIGITAL ANEMOMETER

Model : AM-4203

FEATURES

* Microprocessor circuit ensures high accuracy and provides Sensor Air velocity sensor :
special functions and features. Structure Conventional twisted vane arms and

* Super large LCD display, display the air low and the low-friction ball-bearing design.
temperature reading at the same fime. Temperature sensor :

* Dual function display. Precision thermistor.

* Heavy duty & compact case. Power off Manual off by push button or Auto shut off

* Records Maximum and Minimum readings with recall after 10 minuite{Mot activated during
facilities. memory record function).

* Data hold. |Data Qutput  |RS 232 PC serial interface.

* Auto power off saves battery life. Cver load Indicated by "- - - =",

* Operates from 9V battery. indication

* RS 232 PC serial interface. Operating 0 °C to 50 °C (32 °F to 122 "F).

* Low-friction ball vane wheels is accurate in both high & Temperature
low velocities. Operating Max. B0% RH.

* The portable anemometer provides fast, accurate Humidity

readings, with digital readability and the convenience of
a remote sensor separately.

[Power Supply

Heawvy duty type RC S\ hatten

* Multi-functions air flow measurement: m/s, km/h,

ft/min. knots. mile/h.
* Build in temperature measurement T/ F.

* Thermocouple sensor for Temp. measurement, fast
response fime.

* Uses durable, long-lasting components, enclosad in
strong, light weight ABS-plastic housing.

* Wide applications: use this anemometer to check air
conditioning & heating systems, measure air velocities,

wind speeds, temperature...efc.

|Power Current

006P, MN1604(P . 71 5] Q Q

Approx. DC 8.3

Weight 381 a/0.84 LB (included batteries & probe)
Size Main instrument:
180 x 72 x 32 mm{7.1 x 2.8 x1.3 inch).
Sensor Head:
IRound, 72 mm Dia.
ACCessories Instruction manual.............1 PC.
Sensor probe....... e w1 PCL
CRMYING CA5E. .. .ievineernanaiaeacd PCL

ELECTRICAL SPECIFICATIONS ( 23 +£5C)

GEMERAL SPECIFICATIONS A. Air velodty

Circuit Custom one-chip microprocessor LSI Measurement Iﬂame ution |Accuracy
circuit. mys 0.4 - 25.0 mys 0.1 mfs

Display Dual function display, 13 mmi{(0.5") km/h 1.4-90.0 km/h | 0.1 km/h
super large LCD display with contrast mile/h 0.9 - 55.9 mile/h | 0.1 milefh [+ (2 % + 1 d)
adjustment for best viewing angle. knots 0.8 - 48.6 knots | 0.1 knots

Measurement |m/s {meters per second), ft/min B0 - 4930 fiymin | 1 ftymin  |#+ (2 % + 20 ftYmin
kmn/h (kilometers per hour?, Mote:
ft/min (feet/per minute), m/s - meters per second km/h - kilometers per hour
knots (nautical miles per hour), ft/min - feet/per minute knots - nautical miles per hour
mile/h{miles per hour), mile/h - miles per hour {internaticnal knot)
Temp.- C, °F
Data hold. 8. Temperaturme

Mermory Records Maximum and Minimum Measuring Range 0°C to 50 C /32 °F o 122 °F

Recall readings with recall. Resolution + 0.1 T4 °F

Accuracy +0.87C/f1.5°F

* Appearance and specifications listed in this brochure are subiect to chanos without notice.
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HOT WIRE ANEMOMETER

Model : AM-4204

IS0-9001, CE, IEC1010

A ﬁ-}g‘-‘x\.
I'g"?}ld:‘:i'l] '*.I“;:I
L9001

~
-

A | e

LUTRON ELECTRONIC

FEATURES

* Thermal anemometer, available for
very low air velocity measurement.

* Slim probe, ideal for grilles &
diffusers.

* Combination of hot wire and
standard thermistor, deliver rapid and
precise measurements even at low air
velocity value.

* Microprocessor circuit,

*mfs, km/h, ft/min, knots. mile/h.

* Heavy duty & compact housing case.

* Data hold, Memory ( Max. & Min. )

* Auto shut off saves battery life.

* RS 232 PC senial interface.

* Thermistor sensor for Temperature
measurement, fast response time.

* Applications : Environmental testing,
Air conveyors, Flow hoods, Clean
rooms, Air velocity, Air balancing,
Fans/motors/blowers, Furace
velocity, Refrigerated case, Paint
spray booths.

The Art of Measurement

PDF created with pdfFactory Pro trial version www.pdffactory.com



http://www.pdffactory.com

HOT WIRE ANEMOMETER, Model : AM-4204

FEATURES

* Thermal anemometer, available for very low
air velocity measurement.

#* RS 232 PC serial interface.

* The portable anemometer provides fast,

* Slim probe, ideal for grilles & diffusers.

accurate readings, with digital readability and

* Combination of hot wire and standard
thermistor, deliver rapid and precise
measurements even at low air velocity value.

the convenience of a remote probe separately.

* Multi-functions for air flow measurement :
my/s, km/h, ft/min, knots. mile/h.

* Microprocessor circuit assures maximum
possible accuracy, provides special functions
and features.

¥ Build in temperature C, 'F measurement.

* Thermistor sensor for Temp. measurement,
fast response time.

* Super large LCD with dual function meter's
display, read the air velocity & temp. at the
same time.

* Used the durable, long-lasting components,
including a strong, light weight ABS-plastic
housing case.

* Heavy duty & compact housing case.

* Deluxe hard carrying case.

* Records Maximum and Minimum readings
with recall.

* Applications : Environmental testing,
Air conveyors, Flow hoods, Clean rooms, Air

* Data hold.

velocity, Air balancing, Fans/motors/blowers,

* Auto shut off saves battery life.

Furnace velocity, Refrigerated case, Paint spray

* Operates from 6 PCs UM-4 batteries.

booths.

GENERAL SPECIFICATIONS

Circuit Custom one-chip of micro- Data Qutput RS 232 PC serial interface.
processor LSI circuit.
Display * 13 mmi{.5"} Super large LCD Cperating U7 o 50 (32 F o 122 R
display, Temperature
* Dual funetian meter's display. Ciperating Less than $0% RH.
[Mlesag uresnt mifs (reters per second) Hurjday
ke (kilameters per hoar) Prewuer Saipply 1.5 WV AJA [UM-4) battery x & PCs
f'rin [fest/per mnute) (Alkaling or heawy duty typs),
knots (nautical miles per howr) Powier Current Approx. O 300 mA.
mile/hmdas per hour) Weight 355 gh0.78 LB,
Temp= L, ¥. CHmsnsicn AEMN (ratrTra
Crata hiokd 180 x F2 5 %2 num
eSO i kol (71 x 33013 0nch )
Ghructure Tiny glass head thermistor. Telescope Probe -
Temparainne Round, 12 mm Cia
Precision thermistor, w20 e { min. bength )
[lernoay Manimawim and Mindmum with ® 940 i | ona, Benoth ).
recall, AL CEFHONES Instruction manud........... 1 PCL
Sampling Tume  |[Approx. 1.8 sec. Irw buded Telescope Probe.... w3 PG
Proweer aff Autes shut off saves battery life Hard carrying case_.............1 PC.
or manual off by push button. Dphonal Datalogger software :
SW=LIBIN =W
Aicessories R5132 cable : UPCH-01
ELECTRICAL SPECIFICATIONS [ 2357 )
Measureim=nt Range Resolution ACLuTaY
s 0.2 - L0 m)s 1 my's
km/h 0.7 - 7.0 km/h (L1 km/h #[ 5% + 1d ) reading
i rain Al - 90 i 1 Fimin e
il 1.5 - 44.7 mile/k 0.1 maflefh (1% +1d)full scale
knipks 1.4 - 38,8 kot 0,1 knaits * Depend on wivich is karger,
Temperature { T ) 0 oS0 T 01 08T
Temperature | T ) 32 Fto 122 F 0.1 °F 135 F
ars;
s - meters per second kmTr - ddometers per o
fimar - FeeDer munule kol - nawticdd mies per o

PDF created with pdfFactory Pro trial version www.pdffactory.com



http://www.pdffactory.com

Air flow + Air Velocity , CMM, CFM

ANEMOMETER

Model : AM-4206 IS0-9001, CE, IEC1010

FEATURES

* Air flow : CMM (m”3/min.) and
CFM (ft~3/min.)

* Air velocity :
m/s, ft/min. km/h, knots.

* Air temperature : C. F.

* 3 air flow mode : Instant, 2/3 Vmax,
Average.

* Low-friction ball vane wheels is

: accurate in both high & low

ANEMOMETER velocities.

o * Large LCD with dual display.

* Record max. and min. reading value.

* Data hold.

* Microcomputer circuit.

* Thermistor sensor for temp.
measurement. fast response time.

* RS 232 PC serial interface.

* Separate probe, easy for operation

of the different measurement

environment.

A | p

LUTRON ELECTRONIC
The Art of Measurement
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ANEMOMETER, mini vane

Model : AM-4213, AM-4216

* 13 mm Diee heavy mini vane, islescope probe
* High Tesng, air velociy measurement

‘0810 12.0 ma., u-Pcircuit. RS-232

ANEMOMETER

Model : AM=-4203

" 1 +P grcuit, 0.4 1o 25.0 mis

* Max., Min., Memary recall button

HOT WIRE ANEMOMETER
Model : AM-4204
* 0.2 - 20.0 m/s, high precision for low
air velocity maasurament
° mis, min, kmfh, knots, mieh,"CrF
* Max,, Min., Data hold, R5-232
* §lze | 180 x 72 x 32 mm. Telescope probe

" Size 180 x 72 x 32 mm, RS-232

ANEMOMETER, air flow + air velocity
Model : AM-4206

* GMM [ mifmin. ), GFM { ftmin.)

* mvs, fimin, kmvh, mileh, knots, Temp. ("CFF)
" 0.4 to 25.0 mis., & -P circuit

* Max., Min., Memaory recall bution

* Size D 180 x 72 x 32 mm, RS-232

ANEMOMETER
Model : LM-B1AM _
* Anemomater : 0.4 to 30.0 mig
* mig, kem/h, MPH, knols, n
* Data

PDF created with pdf
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' mis, ftimin, kmh, knols, mile/h Temp. (C/

" AM-4216 . CMM [ m/min. ), GFM ( fitimin. )

" mis, fimen, kirvh, milledh, knots. Temp. ('C°F)

Anemometer

ANEMOMETER

Model : YK-BOAP

" mis, mim, kmih, knots, midah

* Temperature © "C/'F

" R9232, Hold, Record | Max., Man_ )
Model : YK-BOAM, metal vane
Model : YK-BOAS, mini vane

AT TR TR

AMEMOMETER

Model : AM-4203HA

* g-Pcircuit, 0.4 to 25.0 mis
* s, Wmin, kmvh, meiledh,
knots, Termp, "GP F)

" Man., Min, Memory recall button _—
* Size : 185 % 78 x 38 mm

ANEMOMETER (w/ Temp.}
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EUROLAB MAKE

130Mmm

EUROLAB
AMA205

Anemometer

cCeE =
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MINI ANEMO-METER
AM 4205

With Thermo Meter 0-50°C
Accuracy 3%

Range : Resolution
1.00-25.00m/s 0.01m/s
196-4200ft/min 1ft/min
3.6-90km/h 0.1km/s
2.24-56.0mph 0.1mph
1.94-48.5knots 0.1knots

ANEMO-METER
AM 42Z01A

With Thermo Meter 0-60°C
Accuracy £3%

Air Velocity : 0.40~30meters/sec.
Air-flow (CFM/CMM) : 0-999500

PDF created with pdfFactory Pro trial version www.pdffactory.com
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MASTERCOOL MAKE

i
ra—, ikt

We have come up with a AIRFLOW + PSY CHOMETER for the
Month of November 2012. This American Instrument has much more than the Traditional Anemometer. The
Features which Makesiit class apart are HUMIDITY, AIR TEMP, DEW POINT, DEW POINT & BTU. Kindly
find its short specification below.

MASTERCOOL 52236 AIRFLOW + PSYCHROMETER

MASTERCOOL Model 52236 AIRFLOW+PSY CHROMETER is
battery operated & Micro Processor based meter and reads
Humidity, Air Temp,Dew Point,Wet Bulb,Air Velocity,Air
Voulme & BTU,The Sensor is built into the remote fan and is
protected by arotating cap hence makesit most durable & sturdy.

FEATURES

Auto-off with disabling capability
Fast response & accrate reading
Tripod mountable for extended use
Dew Point & wet Bulb
Microprocessor circuitry

Metric & inch unit selection

4 AAA Batteries

Large backlit LCD display
Professional remote vane
Handheld size

Low Battery indicator

PDF created with pdfFactory Pro trial version www.pdffactory.com
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SPECIFICATIONS:

TEMPERATURE -20 to 60°C(-4 to 140°F)
ACCURACY + 0.6°C(x1°F)

RELATIVE HUMIDITY 0 to 100%

RH ACCURACY +3% at 10 to 90%

RH (Ca.Temp) +5% at other range

DEW POINT -68 to 70°C(-90 to 158°F)

WET BULB TEMPERATURE -22 to 70°C(-7.6 to 158°F)
AIRVELOCITY 0.3to 35 m/s (1 to 114 ft/s)
AIRVOLUME 0 to 99999 m3/s (0 to 99999 cfm)

Also Available :52237 DATA LOGGER & USB CABLE for use with 52236 AirFlow + Psychrometer

PDF created with pdfFactory Pro trial version www.pdffactory.com
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METRIX+ MAKE

Digital Thermo-Anemometer

Metrix*

Innovative Excellence

Metrix+
Anema, L

O Ams
D Mimin
D sty

AMEMONETER AWM 021

===

AVM 03

AVM 05A
{Cup Type Sensor)

Metrix* Metrix*

AVM 03 THERMO-ANEMOMETER AVM 05 THERMO-ANEMOMETER

14mm (.57 4 digit Large LCD Backiit display

Can measure Ar velocityAir fow, Beaufort scale (Force)

& Temperaiure. Data Hold, Data memory and APO Function
with AR VELOCITY FLOW FAN Sensor with low friction

Ball bearing allows smooth fan movement for betier accuricy
AVM 05 is Compaftible 1o PC interface connectivity.

10mm {47 4 digit LCD display

Can measura Alr vedocity Imd's, km/h, ft/m in, knots,
& Temperature with AIR VELOCITY low frivtion
ball bearing Sensor design probe for smooth

fan movement for betler accurracy.

PDF created with pdfFactory Pro trial version www.pdffactory.com

AV 05

Metrix*

AVM 05A THERMO-ANEMOMETER

14mm {.57) 4 digit Large LCD Backit display

Can measure A velocity Al flow, Beauforl scale (Force)
Direction from the Morth & Temperature. Data Hold, Data
memary and APO Function with AIR VELOCITY  FLOW
Sensor 3 cup type & Direction Sensor low friction probe
AVMDSA is Compaltible 1o PC interface connectivity.

www.metrixinstruments.net
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Metrix* DIGITAL THERMO ANEMOMETER

Metrix*

General Specification

Model

AVM 03 (Genera Function)

AWM 05 (Multi Functional)

AWM 05A (Multi Functional)

Display

10mm 0.4" LCD digits max

14mm 0.5" LCD4 digits max

14mm 0.5" LCD digits max

Measurement Range

mv's, kmih, ffmin, khots,
temperature C* F®

Air Velocity mis, ke'h, ft/m in, knots

Alr Velocity mfs, kmfh, ftim in, knots

Air Flow : CMM (m*fmin)CFM [ft*/min)

Air Flow : CMM (m*min)CFM (ft*min)

Beaufort Scale : Force

Beatfort Scale: Force

Wave Héight m

Wave Heighl'__m e

Direction ; From the NORTH

Temperature C°, F*

Temperature C°, F*

Data Hold

ol

'

"

Data Memory

X

24 groups

24 groups

Sampling Rate

Sensores

Conventional angle Vane
Probe. with Low friction ball
bearing 72 mm dia.

__Reading per second (approx)

Reading per second {approx)

Air Velocity! Air flow Sensor:
Conventional angled Vane Probe
with Low friction ball bearing

Air Velocity! Air flow Sensor:3-cup
Sensor Direction Sensor
Low friction ball bearing

Temp: Sensor : Built in
precision Thermostat

Temp. Sensor : Built in precision
Thermastat

Temp. Sensor : Built in precision
Thermostat

Auto power off

i

L

o

Data output

X

RS 232C PC inlerface

RS 232C PC inierdace

Operating Conditions

0°C~50°C*(327F~122°F)B0%

0°C~50°C*(32°F~122°F)B0%

0*C~-50"C(32 F~1227F)80%

Power

1 % 6F22 9V Battery

4 x 1.5\ AAN Battery

4 % 1.5V'AAN Battery

Weight

Dimensions

Main Unit - 140 x 71 x 32 mm

325g.0.72lb {including battery)

260g./0.571b (including battery)
Main Linit ; 156 x 67 x 28 mm

Eﬁﬂg.fﬂ.ﬁ?lh_tincludiﬂg battery)
Main Unit ; 156 x 67 x 28 mm

Sensor : Round 72mm Dia.

Sensor : Round 72mm Dia.

Velocity Sensor @ 65 x 65 x 115 mm
Direction Sensor ; 86 x 69 x 115 mm

Accessories Included

Operation Manual
Carrying case
Air velocity Sensor

Operation Manual
Carrying case...
Air velocity Sensor

Operation Manual
Hard carrying case
Velocity Sensor
Dirgction Sensor

Optional Accessories

x

Pg Interface cable RS232C+Software

Pc Interface cab!eTSc_bftware

Electrical Specifications :
Model

AIR VELOCITY
meter per second (m/s)

| AVMO5

Range
| 040450
1.4-162.0

AVMOD3 AVMOSA

Resolution
0mis
0. l_kmfh
0. 1ftmin
0. 1knots

Accuracy
+(2%+1digit) or+0.1m/s
+(2%+3digitjor+0. Tkmih

+(2%+2digitjor+0.1ft/min
+(2%+2digitjor+0. Tknots

0.40~30
1.4~108.0
80~-5910
0.8~58.3

040~ 45.0
1.4~162.0
20-8360
0.8~88.0

kilometer per hour (km/h)
feet per minute (ft'min)

80-8860
018~-88.0

nautical miles per hour (knots)

AIR FLOW
cubic meters per minute {cmm) X
Cubic feet per minute (cfm) X
BEAUFORT SCALE (FORCE) X
WAVE HEIGHT (METER)

| 0-9998 m*/min | 0~8988 m*min
| 0~8999 m/min | 0~9999 mPimin 0.00-1
Wy | ow: | o
X 0-14 0~14 01
0.60°C 0.60°C 0.1°C
 32-140°F | 32-140°F 01°F
DIRECTION frem NORTH X | X 72 5°

0.00-1 +(2%+1 m¥min)

+{2%+1 m*min)

AIR TEMPERATURE C.F

32~140°F
0-360°

* Specifications can be changed withaut pror nofice
* Due o printing Faciors, the colowr of the Prodicts ane sibject 1o Instrumant colour
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