
 
 

Quotation 
 

93 Clamp Meter – Lutron / Kusum Meco make 
  
Model no DM 6046 DM 6055 C CM 9930 CM 9940 2763 999 2700 2790 
Make Lutron Lutron Lutron Lutron K. Meco K. Meco K. Meco K. Meco 
ACA / DCA 1000 1000 2000 600 1000 1000 1000 1000 
ACV / DCV 600 600 1000 600 600 600 600 600 
Temp. -- with       
Rs. 3000 4600 6700 3600 2970 4170 2970 2910 
Calibration 900 900 900 900 900 900 900 900 
Catalog Page No - 3 Page No - 5 Page No - 6 Page No - 7 Page No - 10 Page No - 11   
 

93 - 1 Clamp Meter / Tongtesters – Meco Make Catalog on Page No – 13 to 16 Model Rs. 
 

1 3¾ Digit 3999 Count 400A AC Autoranging 225 Auto 1590 
2 3¾ Digit 3999 Count 1000A AC Autoranging with Frequency 2250-Hz Auto 2320 
3 3¾ Digit 3999 Count 1000A AC Autoranging with Frequency & Capacitance 3150 2010 
4 3¾ Digit 3999 Count 600A AC (TRMS) with Frequency & Temperature 2727 4630 
5 3¾ Digit 3999 Count 1000A AC (TRMS) Autoranging with Frequency 2025-Hz (TRMS) On Req 

6 3½ Digit 1999 Count 1000A AC (TRMS) with Frequency 3636 4960 
7 3¾ Digit 3999 Count 600A AC/DC Autoranging with Frequency & Duty Cycle 3690 Auto 4000 
8 3¾ Digit 3999 Count 1200A DC/1000A AC (TRMS) with Capacitance & Freq. 3600 8340 
9 3¾ Digit 6000 Count 2000A DC/2000A AC (TRMS) with Capacitance & Freq. 2003A 5280 

 

93 – 2 ACA / DCA Digital Clamp Meter  -   Metrix + @ With 10% Discount 
    
Sr.No. Description Model Rs. Catalog 

1 AC / DC 2000 A Digital Clamp Meter 2003 A 9800 Page No -17 to 20 
2 AC / DC True RMS 2000A Digital Clamp Meter 2003 TRMS 10800 Page No -17 to 20 
3 3¾ Digit True RMS “ INRUSH “ AC / DC Clamp Meter 1000A 4250T 3800 Page No -17 to 20 
4 3¾ Digital AC / DC Clamp Meter 600A 725A 2700 Page No -17 to 20 
5 Digital Power Clamp Meter 3510 PW 8600 Page No -17 to 20 

 

93 - 3 ACA Digital Clamp Meter  -   Metrix+ @ With 10% Discount 
 

Sr.No. Description Model Rs. Catalog 
1 ACA Clamp  Meter  600A 125A 900 Page No -17 to 20 
2 3¾ Digital  AC  Clamp Meter  400A 225A 1500 Page No -17 to 20 
3 ACA Digital Clamp Meter 1000A 1250A 1600 Page No -17 to 20 
4 3¾ Digit True RMS “ INRUSH “ AC Clamp Meter 1000A 2250T 2200 Page No -17 to 20 
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Note : No any warranty in all above Testing Instruments 
 
Terms & Conditions –  
 

• Goods offered - Subject to Prior Sale 
• Price Validity: "15 Days from Date of Quotation" 
• C.S.T 2% extra against form C. Otherwise 5% without form C For Out of Gujarat Sales only. 
• VAT 5% extra for Sales within Gujarat. Prices Ex-Godown Ahmedabad. 
• Payment against Proforma Invoice, Packing, Forwarding & Freight extra.  
• Bank Detail – Kotak Mahindra Bank Ltd. 
• Branch – Shivranjini 
• Bank IFSC Code  - KKBK 0000 810 
• Bank Account No. 08102 00000 2689 
• Note - While making payment online do mention your Company's name.  
• TIN NO 24070901229 , CST No. 24570901229  
• We are looking forward to your valued orders. 
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LUTRON MAKE 
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3½ DIGITS 2000 COUNTS DIGITAL CLAMP METER   
6 Functions, 12 Ranges (MODEL - 2700)  
7 Functions, 12 Ranges (MODEL - 2790) 
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Large LCD for easy reading 
 

Data Hold Switch Freezes Reading 
 

Low Battery Indication 
 

Continuity Buzzer 

 

Max. conductor size : 32 mm. 

 

Tough ABS Plastic Housing 
 

Diode Check 
 

Accessories : Test Leads, Carrying Case, Operating Manual , Drop Proof Wrist strap, Battery installed.

  
    
 

 
 
 

KUSUM MECO MAKE 
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Accuracy: ± (% reading + digit) .  

 AC CURRENT (50 ~ 60Hz) 
   Range  Resolution  Accuracy(2700)  Accuracy(2790) 
    20   A      0.01 A  ± (3%rdg + 4dgts)  ± (1.5%rdg + 4dgts) 
    200 A      0.1   A 

 ± (2%rdg + 4dgts)  ± (1.5%rdg + 4dgts) 
    300 A      1      A             ----------- 
    600 A      1      A          -----------  ± (1.5%rdg + 4dgts) 

  AC VOLTAGE (50 ~ 500Hz) 
   Range  Resolution  Accuracy(2700)  Accuracy (2790) 
   200 V    0.1 V  ± (1.2%rdg + 4dgts) 

± (3%rdg + 4dgts) 
   750 V    1    V  ± (1.5%rdg + 4dgts) 
INPUT IMPEDANCE : 10 MΩ 
OL-PROTECTION : 1200 VDC / 800 VAC ON ALL RANGES 

  DC VOLTAGE 
   Range  Resolution  Accuracy(2700)  Accuracy (2790) 
   2       V    1   mV 

± (0.5%rdg + 1dgt) 
------------ 

   200   V    0.1  V 
± (1.5%rdg + 1dgt) 

  1000 V    1     V 
INPUT IMPEDANCE : 10 MΩ 
OL-PROTECTION : 500 VDC / 350 VAC ON 200mV RANGE. 1200 VDC / 800 VAC ON 

OTHER RANGES.  

  RESISTANCE 
   Range  Resolution  Accuracy (2700)  Accuracy (2790) 
   200    Ω    0.1  Ω 

± (1%rdg + 1dgt) ± (1.5%rdg + 3dgts) 
   200  KΩ    100 Ω 
TEST VOLTAGE : 200 Ω RANGE 3.2V MAX. 
                            200KΩ RANGE 0.3V MAX. 
OL-PROTECTION : 500 VDC / 350 VAC ON ALL RANGES. 

  DIODE TEST 
 TEST CURRENT     1.0 ± 0.6mA 
 TEST VOLTAGE     3.2V MAX 
OL-PROTECTION : 500 VDC/350 VAC. 

  CONTINUITY BEEPER 
 THRESHOLD  < 100 Ω 
 RESPONSE TIME  < 100 mS 
OL-PROTECTION : 500 VDC/350 VAC. 

POWER 
 One 9V Standard Battery 

  DIMENSIONS 
 
 192 X 82 X 33mm  

 

  WEIGHT 
 Approx (250 grams) including battery. 

  

 
 

 

DIGITAL CLAMPMETER WITH MULTIMETER FUNCTIONS  
Model   : 2763   - 1000A AC 
            : 2763T - 1000A AC TRUE RMS. (Crest factor : <5) 

 

  Display : 3999 counts (3¾ digits)  
  AC/DC Voltage 

 

Diode & Continuity Test 
 

DC/AC µA/mA/10A (Via Terminals) 
 

Low battery indication 
 

Data hold Function 
 

Max. Conductor Size : 50mm 

   

 

Auto/Manual Measurement 
 

Resistance 
 

Capacitance 
 

Frequency & Duty cycle 
 

Measurement rate : 3 times / sec. 
 

Auto Power Off 
 

Accessories : Carrying case, Manual, Test   
                       leads, Drop proof wriststrap,  
                       batteries.  
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  ACA (50 ~ 60Hz) (Auto Ranging) 
      Range  Resolution   Accuracy 

    400   A     0.1 A 
± (2.5%rdg +  4dgts)     

    1000 A     1    A 

Overload Protection : 1000A  

  DC VOLTAGE (Auto Ranging) 
      Range       Resolution  Accuracy 
    400 mV     0.1      mV 

 ± (1%rdg + 3dgts) 

  

    4         V     0.001    V 
    40      V     0.01      V 
    400    V     0.1        V 
    1000  V     1           V 
Input Impedance : 10M                                                   400 mV, 4V range; 
accuracy is unspecified in 2763T  
Overload Protection : 1000V  

  AC VOLTAGE (50 ~ 500Hz) (Auto Ranging) 

  RESISTANCE (Auto Ranging) 
         Range              

Resolution  Accuracy 

    400   Ω     0.1         Ω 

 ± (1%rdg + 3 dgts) 

    4      kΩ     0.001   kΩ 

    40    kΩ     0.01     kΩ 

    400  kΩ     0.1       kΩ 

    4      MΩ     0.001  MΩ 

    40    MΩ     0.01    MΩ  ± (3%rdg + 5 dgts) 

Overload Protection : 500V AC/DC  

  DC/AC µA/mA/A 
      Range          Resolution  Accuracy 

    400    A     0.1   µA 
  DC ± (1.5%rdg + 

3dgts)     4000 µA     1.0   µA  

    40     mA     0.01 mA 

PDF created with pdfFactory Pro trial version www.pdffactory.com

http://www.pdffactory.com


      Range            Resolution Accuracy 

   400 mV     0.1   mV 

±(2.5%rdg+ 5dgts) 
   4         V     0.001 V 
   40       V     0.01   V  
   400     V     0.1     V 
   750     V     1        V 
Overload Protection : 1000V                                               Input 
Impedance : 10M   

  FREQUENCY (Auto Ranging) 
        Range        Resolution   Accuracy 

   40     Hz     0.01     Hz 

±(0.3%rdg+3dgts) 

    400   Hz     0.1       Hz 

    4     kHz     0.001 kHz 

    40   kHz     0.01    kHz 

    400 kHz     0.1      kHz 

    4     MHz     0.001 MHz 

Overload Protection : 500 V AC / DC  
 
 
 
3 ½ DIGITS LCD DISPLAY (2000 COUNTS)  
DIGITAL CLAMP METER 
MODEL NO. 999 
 

    400   mA     0.1   mA 

    10        A     0.01    A   AC ± (3%rdg + 
5dgts) 

 

Overload Protection : 500 mA fuse. 10 A unfused.  

 

  CAPACITANCE (Auto Ranging) 
         Range          Resolution  Accuracy 

   4     nF     0.001 nF 

 ± (3%rdg + 
3dgts) 

   40    nF     0.01    nF 
   400  nF     0.1      nF 

   4       µF     0.001 µF 

   40     µF     0.01   µF 

   100   µF     0.1     µF 

Overload Protection : 250V AC/DC 

 Dimension  Weight 
250mm (L) x 110mm (W) 

x 37mm (H) 
  Approx (450 grams) including 
                Battery. 

    
Power 

2 X 1.5 V Battery 
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Display : 3½ Digit LCD with automatic sign & function annunicator  
 

Conductor Size : 46.5 mm 
 

High-Accuracy, Digital Reading 
 

Large LCD of 21 mm (H) for easy reading 
 

Instant Continuity Buzzer 

 

Measurement Rate : 2.5 measurements / Sec 
 

Overload Protection in all Ranges 
 

Low Battery Indication 
 

Recessed Safety designed input Jacks. 
 

Data-Hold, Peak Hold & Max- Hold functions. 
 

Power : One Standard 9V Battery 
 

Safety : EN61010-1, Protection Class II 
 

Over Voltage Category : CAT III 600V, Pollution Degree 2 
 

Dimension : 250 mm (L) * 100 mm (W) * 46 mm (H)  
 

Weight : 380 gms (approx) including Battery 
 

Accessories : Test Leads, Carrying Case, Manual, 9V Battery Installed 
    

 

 
  

 

Accuracy : ±(% reading +digit) 

  AC CURRENT 
   Range    Resolution  Accuracy 
    20       A     0.01  A 

 50/60Hz ± (1.5% rdg + 4 dgts)  
    200     A     0.1    A 
    1000   A     1       A  ± (2% rdg + 4 dgts) 
OL Protection : 1000 A For 1 minutes.  

  AC VOLTAGE (50Hz ~ 500 Hz) 
   Range   Resolution  Accuracy 
    200  V      0.1  V 

 ± (1.2% rdg + 4 dgts) 
    750  V      1     V 
OL Protection : 1000V DC or AC  
Input Impedance : 10MΩ  

  DC VOLTAGE 
 Range  Resolution  Accuracy 
 1000 V  1 V  ± (0.5 % rdg + 1dgt) 

Overload Protection : 600V DC/AC  
Input Impedance : 10MΩ 

  FREQUENCY (Auto Ranging) 
   Range    Resolution  Accuracy 
   2     KHz    1    Hz 

 ± (0.1 % rdg + 3dgts) 
   20   KHz    10  Hz 
Sensitivity : 80V rms  
OL Protection : 600V DC or AC rms  

  RESISTANCE 
   Range   Resolution  Accuracy 
    2      KΩ     1      Ω 

 ± (1.2 % rdg + 1dgt) 
    200  KΩ     0.1 KΩ 
Open Circuit Volt : 0.3 V DC  
OL Protection : 600V DC or AC rms  

  DIODE TEST 
 TEST CURRENT   TEST VOLTAGE 

 1.0 ± 0.6 mA  3.2 V MAX. 
OL Protection : 500 VDC / 350 VAC. 

  CONTINUITY 
 THRESHOLD  RESPONSE TIME 

 < 30Ω < 100ms 
OL. Protection : 500 VDC / 350VAC. 
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MECO MAKE 
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METRIX+ MAKE 
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