BEARING & TOOL CENTRE

Meaaarrmend Mairm

Head Office Ahmedabad Branch
1* Floor, Vyapar Bhavan, Kadia Kui, GF-B-14, Jayraj Complex, Nr. Soni ni Chawl,
Relief Road, Ahmedabad - 380001. Odhav, Ahmedabad - 382415.
Ph:- 079 - 22160386, 65254835, 22134835 Ph:- 079 - 22890202, 65458950, 65404657, 65400202
Mobile : 7819819941, 9375706649 Mobile : 7878825197, 7819819938, 9375706648

Website : www.bearingtoolcentre.com, www.bearingtoolscentre.com | Email : info@bearingtooclcentre.com

Our Sister Concern : RELIEF SERVICE CENTRE

Repairs, Removal of Jaw Error, Bore Gauge Extension, Instrument Madifications & Spares

Quotation

| 97 | Hygrometer ( Temperature & Humidity) Eurolab make |

Model —-HTC 1

Non Contact | Specifications (range) | Resolution Accuracy Rs. Catalog
Temperature | -50 ~ +70 degree C +/-0.1 degree C | 1 degree C/1.8degreeF | 520/ - | Page No.- 3
Humidity 10% ~ 99% 1% RH +/-5%RH

Model —HT 305 - Lutron

Specifications (range) | Resolution Accuracy Rs. Catalog
Temperature | -20 ~ +60 degree C +/-0.1 degree C | 0.8 degree C/1.5 degree F | 6425/ - | Page No.- 4
Dew Point -25.3t048.9C 0.1 degree C --
Humidity 10% ~ 95% 0.1% RH +/-3%RH

| 97 -1 | Thermo—Hygro Meters+ Clock — Eurolab Make |

Model 288CTH M288CTH (3inl) | New Penshape (20-95% RH)
Rs. 550 570 380

Catalog | Page No.- 14-16-19 Page No.-19 Page No.-16

Model | 288ATH —With Probe | 412ATH With Probe

Rs. 650 700

Catalog Page No.- 16 - 17 Page No.- 16 -18

***See Catalog page no. 14, 15 & 16 for Photo & Technical Specification.

M odel HT —3006 A | HT —3006 HA | LM 8000

Lutron Rs. 9750 9360 5980

Catalog Page No.- 6 Page No.-9 | Page No.- 12

| 97 -2 | Wet & Dry Bulb Hygrometer - Zeal Make |

M odel P —2501
Rs. 700
Catalog | Page No.- 20

Note: No any warranty in all above Testing | nstruments
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Terms & Conditions —

Goods offered - Subject to Prior Sale

Price Validity: "15 Days from Date of Quotation”

C.S.T 2% extra against form C. Otherwise 5% without form C For Out of Gujarat Sales only.
VAT 5% extra for Sales within Gujarat. Prices Ex-Godown Ahmedabad.
Payment against Proforma Invoice, Packing, Forwarding & Freight extra.
Bank Detail — Kotak Mahindra Bank Ltd.

Branch — Shivranijini

Bank IFSC Code - KKBK 0000 810

Bank Account No. 08102 00000 2689

Note - While making payment online do mention your Company's name.
TIN NO 24070901229 , CST No. 24570901229

We are looking forward to your valued orders.
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EUROLAB MAKE

Model —-HTC 1
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Humidity, Dew Point. Temperature, Fast response

HUMIDITY METER

Model : HT-305 IS0-9001, CE, IEC1010
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LUTRON ELECTRONIC

The Art of Measurement
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Hunudity + Iemp. + Dew Pouilt PocKet size

HUMIDITY METER

Model : HT-305

FEATURES

* Humidity + Temperature + Dew point are combined
into one meter, intelligent and professional.

* LCD with two display, easy readout.

* Heavy duty & compact housing cass, designed

*0.1 %RH resolution for the humidity reading,
0.1 degree resolution for the Temp. reading.

for easy camry out & operation.

* Records Maximum and Minimum readings with Recall.

* Pocket size with Separate humidity & temp. probe,
2asy operation. & remote measurement.

* Auto shut off saves battery life.

* Data hold function for freezing the desired valus

* Fast humidity measuring response time.

on display.

* High accuracy and high precision.

* Show the humidity & temperature values on the

* Dew point measurement.

LCD display at same time.

* Just few panel buthons, easy operation.

* Built-in low battery indicator.

* Microprocessor circuit assures maximum possible
accuracy, provides special functions and features.

* Wide humidity & temp. measuring range.

* DC 9V power adapter input sockst.,

GEMERAL SPECIFICATIONS

Circuit Custom one-chip of microprocessor LSI Dperating Probe : 0 to 95 %RH,

circuit. Humidity Main instrument : Less than 85% R.H.
Dlisplay LCD size : 44 mm ¥ 29 mm Power Supply |00&6P DC 9V battery

dual function LCD display. [ Alkaline or Heavy duty type ).
Measurement  [Humidity = %RH [ Relative Humidity ) Power Current [Approx. DC 4.6 mA.
LInit Temperature : T or “F. Weight 264 gf0.67 LB.

Dew point : T or °F. @ Battery fs induded,
Response Time (5 to 30 seconds bypically. Dimension Main instrument :

@ Reach the 85% reading value 135 x 60 x 33 mm,
Temperature  |[Automatic temp. compensation for the (5.3x24x1.3inch ).
Compensation [humidity function. Humidity Sensor Probe :
Diata Hold Freeze the display reading. 197 mm { 7.8 inch } in length.
Memory Recall [Maximum & Minimum value. Accessories Instruction Manual....c.eeeesemsennne 1PC
Sampling Time [Approx. 0.8 second. Included Humidity probe....cciemmsemsenmsssssness 1PC
Power off Auto shut off saves battery life. Optional Hard canying €a5€ ....eesssesasmmnnsasan: CA-06
Operating Probe ; -20to 60 TC. Accessories Soft carrying case
[lemperature  [Main instrument : D tos0 1. l |

ELECTRICAL SPECIFICATIONS (2315 7)

Humidity, Temperature Dew Point
Range 10 % to 95 % R.H. C Range -25.3 C o 48.9 C
Humidity Resolution 0.1 % R.H. Resoluton 0.1 TC
Accuracy < 70% RH : F Range -13.5 F to 120.1 °F.
+ 3 %RH. Resoluton 0.1 F.
=70% RH : Remark :
% (3% reading + 1 %RH). | * Dew Point display value is calculated from the
Range 20T el T. Humidity/Temp. measurement automatically.
Temperature |Resolution  |0.1 degree *The Dew Point accuracy is sum accuracy value of
Accuracy C-0.8 C. Humidity & Temperature measurement..
F - 1.5 'F.

* Appearance and spedfications listed in this brochise are subject b changs withot notice.

0509-HT305
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+ type K/J thermometer, RS232

HUMIDITY/TEMP. METER

Model : HT-3006A

IS0-9001, CE, IEC1010

HOLD REC Satting (=55)

FUNCTION ENTER
(=25}

ASZ32
ouTPUT

HMITITY / TEMP. METER

(A | i

LUTRON ELECTRONIC

Temp. probe

is optional

uuuuuuuu

The Art of Measurement
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+ type K/J thermometer

HUMIDITY / TEMP. METER

Model : HT-3006A

FEATURES

" Humidity meter & Type K/1 Thermometer are
combined into one meter, intelligent.

* Data hold fundction for stored the desired value
on display.

" Precision humidity sensor for humidity
measurement, high precision, fast response.

* RS 232 PC serial interface.

" Type K/J thermometer build in temperature linearity
& precision cold junction compensation circuit,
high accuracy.

* Show the humidity & temperature values on the
LCD display at same time.

* Temperature funcion for 'C or °F be selected by
push button on front panel easily.

" Microprocessor drcuit assures maximum possible
accuracy, provides special functions and features.

* Built-in low battery indicator.

Super large LCD display, easy readout.

" Dual function meter's display.

* Humidity measurement uses a high precision
thin-film capacitance sensor for fast response,
not depend on air movement past the probe.

" Heavy duty & compact housing case, designed
for easy carry out & operation.

* Humidity probe built-in thermistor sensor for
temperature measurement, fast response ime.

Records Maximum and Minimum readings with
recall.

* Wide range both of humidity & temp. measurement.

* Auto shut off saves battery life.

* Separate humidity & temp. probe, easy operation
and remote measurement.

GENERAL SPECIFICATIONS
Circuit Custom one-chip of micro- Operating Main instrument - 0 to 50 .
processor LSI circuit. Temperature Humidity prebe - 0 fo 60 .
Display * 13 mm { 0.5" ) Super large  |Operating Main instrument,
LCD display. Humidity Less than 90% R.H.
* Dual function meter's display. |Power Supply 006P DC 9V battery(heavy duty).
Measurement Humidity meter : Power Current Approx. DC 8.5 mA.
R.H. { Relative Humidity ) Weight 345 g/0.76 LE, main instrument.
Temperature - 1, °F. Main instrument:
Type k thermometer : 180x7 2%32 mm (7.1x2.8x1.3 inch).
-199 °C to 1300.0 'C Dimension Humidity Sensor Probe:
-327.8 F to 2372.0 °F 197 mm { 7.8 inch ) in length.
Sensor Humidity meter ; Instruction manual........ 1 PC.
Humidity : Accessories Humidity probe.....c.uviee 1 PC.
High precision thin-film Carrying Case.....ccuevuunen 1 PCL
Capacitance sensor. 33 % RH CALTBRATION
Temperature : Thermistor. Optional REF. CAPSULES, RHA-33
Type K/ thermometer : Accessories 75 % RH CALIBRATION
Thermocouple probe. REF. CAPSULES, RHA-75
Data Hold By push button Type k thermocouple Probe ;
Memory Recall Maximum & Minirmum. TP-01, TP-024, TP-03, TP-04
Sampling Time Approx. 0.8 second. RS232 cable, UPCB-01
Power off Auto shut off, saves battery life, USE cable, USB-01
or manual off by push button. Data Acquisition software,
Data Cutput RS 232 PC serial interface. SW-UB01-WIN
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ELECTRICAL SPECIFICATIONS for HUMIDITY METER

Range 10 % to 95 % R.H.
Humidity Resolution 0.1 % R.H.
Accuracy (2357 ) =70 % R.H. - =( 3 % reading + 1 % R.H.)
{after calibration) < 70 % R.H. - + 3% R.H.
Range 0°C to 607, 32 °F to 140 °F.
Temperature Resolution 0.1
Accuracy T-£087T
F-+15°F

ELECTRICAL SPECIFICATIONS for TYPE K/J THERMOMETER

-58.1t0-327.8°F

Sensor type Resolution Range Accuracy
Type K 01T -50.0 to 1300.0 C + (04% +0.87C)
-50.1 b0 -199.9 TC + (04% +17T )
0.1°F -58.0 to 2372.0 °F + (04% +1.5°F)
-28.1t0-327.8 F £ (04% +1.8°F)
Type ] 0.1°C -50.0 to 1100.0 + (04% +0.87TC)
-50.1 to -199.9 + (04%+17T)
0.1 °F -58.0 to 2012.0 °F + {04% +15°F)
+

(04% + 1.8 F)

* Accuracy value is specified for the meter only.
* Temp. probe [ Type K, TP-01 TP-024, TP-03. TP-04 ) is the optional accessories.

THERMOCOUPLE PROBE (type K), optional

TP-01 -40 °C to 250 °C (3007 short- term). TP-03 -50 C to 1200 °C { -50 °F to 2200 °F).
Ultra fast response naked-bead probe. High temp., Penefration & immersion.

TP-02A |50 'C to 900 °C (-50 °F to 1650 F). TP-04 -50 C to 400 °C { -50 °F to 752 °F).
Penetration & Immersion applications. Precision surface temp. measurement.

* Appearance and specifications listed in this brochure are subject to change without notice.

06053-HT3006A
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+ type K/J thermometer

HUMIDITY / TEMP. METER

Model : HT-3006HA 150-9001, CE, IEC1010

b
HOLD REC Setting {=55)
FUNCTION EMNTER
(=25)
%HEH : 10 ~ 95 3%RH
Type K Temp. : -100 to 1300°C

- HUMIDITY / TEMP METER

Temp. probe

is optional

[ | P

LUTRON ELECTRONIC

The Art of Measurement
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+ type K/J thermometer

HUMIDITY /T

Model : HT-3006HA

EMP. METER

FEATURES

Humidity meter & Type K/1 Thermometer are
combined into one meter, intelligent.

* Data hold function for stored the desired value
on display.

Precision humidity sensor for humidity
measurement, high precision, fast response.

* Show the humidity & temperature values on the
LCD display at same time.

Type K/1 thermometer build in temperature linearity
& precision cold junction compensation circuit,

* Temperature function for °C or °F be selected by
push button on front panel easily.

high accuracy.

* Built-in low battery indicator.

Microprocessor circuit assures maximum possible
accuracy, provides special functions and features.
Super large LCD display, easy readout.

* Humidity measurement uses a high precision
thin-film capacitance sensor for fast response,
not depend on air movement past the probe.

Dual function meter's display.
Heawvy duty & compact housing case, designed

* Humidity probe built-in thermistor sensor for
temperature measurement, fast response time.

for easy carry out & operation.

* Wide range both of humidity & temp. measurement

Records Maximum and Minimum readings with
recall.
* Auto shut off saves battery life.

* Separate humidity & temp. probe, easy operation
and remote measurement.

GENERAL SPECIFICATIONS
Circuit Custom one-chip of micro- Sampling Time Approx. 0.8 second.
processor LSI circuit. Operating Main instrument - 0 to 50 .
Display * 13 mm ( 0.5" ) Super large  |Temperature Humidity probe - 0 to 60 .
LCD display. Operating Main instrument,
* Dual function meter's display. |Humidity Less than 90% R.H.
Measurement Humidity meter Power Supply 006P DC 9V battery(heavy duty).
R.H. { Relative Humidity ) Power Current Approx. DC 8.5 mA.
Temperature - C, 'F Weight 345 g/0.76 LB, main instrument
Type k thermometer : Main instrument:
-199 T to0 1300.0 °C 1B5x78x38 mm (7.3x3.1x1.5 inch).
-327.8 'F to 2372.0 °F Dimension Humidity Sensor Probe:
Sensor Humidity meter : 197 mm { 7.8 inch ) in length.
Humidity : Instruction manual........ 1.PC.
High precision thin-film Accessories Humidity probe............. 1.PC.
Capacitance sensor. Carmying Case....cccvemaean 1 PC.
Temperature : Thermistor. 33 % RH CALIBRATION
Type K/ thermometer ; Optional REF. CAPSULES, RHA-33
Thermocouple probe. Accessories 75 % RH CALIBRATION
Data Hold By push button REF. CAPSULES, RHA-75
Memory Recall Maximum & Minimum. Type k thermocouple Probe :
Power off Auto shut off, saves battery life, TP-01, TP-024, TP-03, TP-04
or manual off by push button.
ELECTRICAL SPECIFICATIONS for HUMIDITY METER
Range 10 % to 95 % R.H.
Humidity Resolution 0.1 % R.H.
Accuracy (235 C ) =70 % R.H.- £(3 % reading + 1 % R.H.)
(after calibration) < 70 % R.H. - + 3% R.H.
Range 0 Cto60 C,32°Ftol140 F.
Temperature Resolution 0.1
Accuracy L-=0R
-4+ 1.5 .
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ELECTRICAL SPECIFICATIONS for TYPE K/J THERMOMETER

Sensor type Resolution Range Accuracy
Type K 0.17C -50.0 to 1300.0 'C + (04% +0.8°C )
-90.1 10 -199.9 C + (04%+17T)
0.1°F -58.0 to 2372.0 °F £ (04% +1.5°F)
-58.1t0-327.8°F £ (0.4% +1.8°F )
Type ] 0.1 -50.0 to 1100.0 °C = (04% +0.8°C)
-20.1 t0-199.9 C +{04%+17T)
0.1°F -58.0 to 2012.0 'F + {04% +1.5°F )
-28.1t0-3278°F £ {(04% + 1.8°F )

* Accuracy value is specified for the meter only.
* Temp. probe [ Type K, TP-01 TP-02A, TP-03. TP-04 ) is the optional accessories.

THERMOCOUPLE PROBE (type K), optional

TP-01 -40 'C to 250 C (300°C short- term). TP-03 -50 C to 1200 C ( -50 °F to 2200 °F).
Ultra fast response naked-bead probe. High temp., Penetration & immersion.

TP-02A |-50 'C to 900 °C ( -50 °F to 1650 °F). TP-04 -50 °C to 400 °C ( -50 °F to 752 °F).
Penetration & Immersion applications. Precision surface temp. measurement.

* Appearance and specifications listed in this brochure are subject to change without nctics,

0e09-HT3006HAN
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Anemometer, Humidity
Light Meter, Thermometer

Model : LM-8000 IS0-9001, CE, IEC1010

FEATURES

* 4 1n | professional measuring
Instrument:

Anemometer, Hygromefer,
Thermometer, and Light meter.

* Tiny bone shape with lightweight
and small size case design.

* Low-friction ball vane wheels
design provides high accuracy
at high and low air velocity.

* Exclusive photo diode and color
correction filter light sensor,

spectrum meets C.LE. photopic.
* High precision thin-film capacitance

humidity sensor with fast response.

* Standard type K (NiCr-NiAl)
thermocouple outlet suitable for all
kinds of type K probe.

* Build in microprocessor circuit
assures excellent performance and

accuracy.
* Maximum and minumum value.
Zero button. Data hold.

L1 rl.UlIOI'I

The Art of Measurement
LUTRON ELECTRONIC
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Anemometer, Humidity Light Meter, Thermometer

Model : LM-8000

FEATURES ELECTRICAL SPECIFICATION ( 23 £5°C )
* The LM-8000 is & 4 in 1 professional measuring instrument: Measurement Range Resolution
Anemometer, Hygrometer, Thermometer, and Light meter. Air velocity i/ min &0 to 5910 ftfmin 1 ft/min
* Tiny bane shape with lightweight and small size case design mys 0.4 to 30.0 myfs 0.1 m/s
are suitable for handling with one hand. kmj/h 1.4 to 108.0 km/h | 0.1 km/h
* Wristlet design provides extra protection to the insbrument MPH 0.9 to 67.0 mile/h | 0.1 MFH
especially for user one hand operation. knots 0.2 to 58.3 knots 0.1 knots
* Low-friction ball vane wheels design provides high accuracy Temperature |32 to 122 °F 01°F
at: high and low air velocity, { thermister]  |0to 50 °C 0.1 ¢
* Exclusive photo diode and color comection filker light sensor, Humidity % BH 10 to 25 %RH 0.1 %hRH
spectrum meets C.I.E. photopic. Temperature |32 to 122 F 0.1°F
* High precision thin-film capacitance humidity sensor with { thermister) |0to 50 C 0.1 ¢
fast response to the humidity varisty. Lighit Lu¢ 0 to 20,000 Lux 1 Lux
¥ standard type K (NiCr-Misl) thermocouple cutlet suitable F-cd 0 to 2,000 Fc 1 Ft-cd
for all kinds of type K probe. Temperaturs { Type K ) -148 to 2372 F 01°F
* Build in microprocessor circuit assures sxcellent -100 to 1300 T 0.1 %
performance and 8ccuracy.
* Concise and compact buttons arrangement, sasy operation. Measurement  |Range Accureacy
¥ Memaorize the maximum and minimum value with recall. Air velocity &0 to 5910 ffmin
* ' selectable by pressing button on the front panel. 0.4 to 30.0 mjs = 20 m/s 1 £ 3% F.5.
¥ Lux/Feet-candle selectable by pressing button on the front 1.4 to 108.0 km/h | > 20 m/= : £ 4% F.5.
panel. 0.9 to 67.0 milz/h
* fir velocity measuring units selectable by pressing button on 0.8 to 58.3 knoks
the front panel for five kinds of units. 32 to 122 F + 2.5 F
* Multi channels display for relative humidity and temperature Oto 50 C +£1.2°C
measured values or air velodity and temperature measured Humidity 10 to 95 %RH < 0% RAH :
values zt the same time. £ 4 %RH
* Zero button design makes light meter calibration. =70% A
* Held function to freeze the current reading value. + ([ 4%rdg + 1.2 %RH )
32t0122'F +25'F
GEMNERAL SPECIFICATIONS 0to 50 C +1.2 ¢
Display LCD display, 8 mm digit height. Light 0 to 20,000 Lux + 5% rdg =+ & dgt
Measurement  |Anemometer, Humidity, Temperature. Light 0 to 2,000 Fc
COperating Max. 80% RH. Tempergture  [-148 to 2372 °F + (1% rdg + 2°F)
Humidity [ Type K ) -100 to 1300 ¢ + (1% rdg + 17}
Cperating 0 to 50° C(32 %0 122° F)
Tempergturs Ramark :
Cwver Input Indication of - - - -~ fifmin : fost per minute MPH : miles per hour
Cisplay mis : meters per second knots r nautical miles per hour

Power Supply

N06P DC 9V battery (Heawy duty type)

sr'h ¢ kilometers per hour

Fr-cd ¢ feet cangle

Power Approx. DC 6.2 mA

Consumption OPTIONAL TEMPERATURE PROBE
Weight 160g {(battery included) AND OTHER ACCESSORIES

Cimension HWD 156x60x33 mm (6.14x2.36x1.29 inch). Thermocouple Probe  (TP-01, TP-024, TP-03, TP-04
Standard Instruction Manual (Type K)

Accessory Camrying case * High guality carrying case with sash.
Cptional Camying cass, CA-524

Accessories

Type K Temperature probe.

* fppearance snd spedfications listed in this brochure are subject bo change without notice.
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EUROLAB THERMO-HYGRO METERS + CLOCK

i MM W BR wamk g
LB F 5B

ELRGLAS 288CTH
\ : M28ECTH ‘M “_
412CTH 412ATH MZ88CTH 288CTH
Size ; 122x72%x17mm Jumbo Size : 106X96X22 mm Jumbe Size : 130%130%22 mm

288ATH 3BBCTH PEN-SHAPE

Jumbo Size : 106%98x22mm Super Jumbo Size : 200x150%27mm THERMO-HYGRO
Super Jumbo Digits : 37mm
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EUROLAB 288ATH
IN/OUT THERMO-HYGRO

Indoor Outdoor Thermomaler
With Hygrometer
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Specifications:

Temp.range: Indoor 0°C~+50°C (32°F~+122°F)
Outdoor -40°C~+70°C (-58°F~+158°F)

Humidity range: 10%~99% RH

Accuracy: Temp. +1°C (1.8°F), Humidity + 5% RH

Resolution: Temperature 0.1°C (0.2°F)
Humidity 1% RH

Indoor humidity comfort level dispaly: Comfort/Wet/Dry
Max/Min temperature and humidity memory function
Temperature display modes: °C/°F

Power source: 1*AAA (1.5V) battery

Size: 150x88x25mm, Weight: 218g
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EUROLAB 412ATH
IN/OUT THERMO + HYGRO

SEE IN TEMP.+OUT TEMP.
+HUMIDITY — ALL 3 TOGETHER
ON LARGE LCD SCREEN

With Max,Min,Reset,C/F

Inside Temperature Range: -0.0 to 50.0 °C/14.0 to 122.0 °F
Outside Temperature Range: - 40.0 to 70.0 °C/.0 to 158.0 °F
Resolution: 0.1C, Accuracy: +/-1 °C, Switch between °F and °C
Humidity Range: 20% to 99% RH,

Resolution:1%, Accuracy: +/-5% RH

1.5 Meter sensor wire for out Temp.

3 swithes in front: Max,Min,Reset Back:C/F switch

Desk-top placing or wall hanging.
Size: 150 x 88 x 19 mm, Battery: 1 x 1.5 Volt AAA
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Thermo-Hygro- clock EUROLAB 288CTH

Wi THERMO WYGRO Clock

WAR-

UROLAB

28BCTH

* Display: Jumbo size high contrast for reading from long distance.
shows temperature+humidity+Clock- all 3 together.

» °C/°F, Hourly chime, Daily alarm

* Max/Min temperature & humidity memory

Temp.range: 0°C~+50°C (32°F~+122°F), Humidity range: 10%~95% RH
Accuracy: Temp. +1°C (1.8°F) Humidity + 5% RH

Resolution: Temperature 0.1°C, Humidity 1% RH
1*AAA (1.5V) battery Size: 129x97x26mm
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ZEAL MAKE

Wet & Dry Bulb Hygrometer —zEAL —P-2501

A selection of traditional Wet and dry bulb Mason’s hygrometers.
Comprising Moulded plastic wall mounted case- two thermometers mounted on a silk screened scale - plastic reservoir and

cotton wicks.
Supplied with wet and dry bulb tables for determining humidity levels.
Temperature Range : -8°C to +50°C (20°F to 120°F)
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