Head Office
1 Floor, Vyapar Bhavan, Kadia Kui,
Relief Road, Ahmedabad - 380001.

Ph:- 079 - 22160386, 65254835, 22134835

Mobile : 7819819941, 9375706649

GF-B-14, Jayraj Complex, Nr. Soni ni Chawl,

BEARING & TOOL CENTRE

Ahmedabad Branch

Odhav, Ahmedabad - 382415.

Ph:- 079 - 22890202, 65458950, 65404657, 65400202
Mobile : 7878825197, 7819819938, 9375706648

Website : www.bearingtoolcentre.com, www.bearingtoolscentre.com | Email : info@bearingtoolcentre.com

Our Sister Concern : RELIEF SERVICE CENTRE

Repairs, Removal of Jaw Error, Bore Gauge Extension, Instrument Modifications & Spares

uotation
| 84 | Lux Meter —Lutron make |
Model no- LX 101 102 105 1102 M eco - 930 LM 8000
Range 0-50000 0-50000 0-50000 0 - 400000 0-200000
L east count 1,10 &100 1,10 &100 1,10 &100
Lutron Make Rs. 2400 3700 7900 5800 5055 5980
Catalog Page No. —2 | Page No. —4 | PageNo. — 6 | Page No. —8 | Page No. — 12 | Page No. -9
Calibration Rs. 1500 2000 2000 2000 2000 2000
| 84-1 | Digital Lux Meter - Metrix+ @ With 10% Discount | Model | Rs | Catalog |
1 1~1,00,000 Lux , Digital Lux Meter LX 1330A | 2300 | PageNo.-13
2 1~50,000 Lux , Digital Lux Meter LX 101 1400 | Page No. — 13

Terms & Conditions —

Goods offered - Subject to Prior Sale

Price Validity: "15 Days from Date of Quotation”

C.S.T 2% extra against form C. Otherwise 5% without form C For Out of Gujarat Sales only.
VAT 5% extra for Sales within Gujarat. Prices Ex-Godown Ahmedabad.

Payment against Proforma Invoice, Packing, Forwarding & Freight extra.
Bank Detail — Kotak Mahindra Bank Ltd.

Branch — Shivranijini

Bank IFSC Code - KKBK 0000 810

Bank Account No. 08102 00000 2689
Note - While making payment online do mention your Company's name.
TIN NO 24070901229 , CST No. 24570901229
We are looking forward to your valued orders.
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LUTRON MAKE

LIGHT METER ...

Model : LX-101 150-9001, CE, IEC1010

LUX METER
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LUTRON ELECTRONIC

The Art of Measurement
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DIGITAL LUX METER

Model : LX-101

FEATURES
* Sensor used the exclusive photo dinde & multi-color)* Built-in low battery indicator,
correction filkers, spectrum mest C. 1. E. standard. |* LSI-circuit use provides high reliability and
* Sensor COS comection factor meet standard. durahbility.
* Separate LIGHT SENSOR allows user take * LCD display provides low power consumption.
mezsurements of an optimum position. * Compact, light-weight, and excellent operation.

* Precise and easy readout, wide rmnge. * LCD display can clearly read out even of high
* High accuracy in measuring ambient light.

GENERAL SPECIFICATIONS
Display 13 mm { 0.5" ) LCD. Power Supply DC 9V battery. 006P,
Ranges 0-50,000 Lux. 3 Ranges. MN1604 ( PP3 ) or equivalent.
Zero adjustment  |Intemnal adjustment . Power Approx. DC 2 mA.
Ower-input Indication of " 1 ". Consumption
Sampling time 0.4 second . Dimension Main Instrument :
Sensor structure  [The excusive photo diode & 108x73x23 mm ( 4.3x2.9%0.9 inch

color correction filker, Sansor proba:
Operating Temp. |0 fo 50°C ( 32 to 122 °F). 82x55x7 mm ( 3.2x2.2x%0.3 inch ).
Operating Less than 80% R.H. Weight 160g ( 0.36 LB ) with batteries.
Humidity Accessories Instruction manual.......... 1 PC.
Included CaITYiNG CE5E ..ocvvernennnennns 1 PCL
ELECTRICAL SPECIFICATIONS (23+£57)

Range Resolution Accuracy
2,000 Lux 1 Lux (5% +2d)
20,000 Lux 10 L (5% +2d)
30,000 Lux 100 Lux (5% +2d)
Note : Accwracy tested by a standard parafiel fight tungsten amp of 2856K temperature

LIGHT SENSOR SPECTRUM
| e
il I
.'—i;{"n- i TE
LIl WD R3O ST 460 AL A0 S SO MO Rl &30 AMW A0 880 T TN Mg
* pppearance and specifications listed in this brochure are subjedt to change without: notice, 0603-LX101
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LIGHT METER ....cc.

Model : LX-102 ISO-9001, CE, IEC1010
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LUTRON ELECTRORNIC

The Ard of Measurement
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LX - 102

FEATURES

* Sensor used the exclusive photo diode & color
cormection fitter, specrum meset C. 1. E. photopic.

* Built-in low battery indicator.

* Sensor COS comection fachor mest standard.

durahility.

* L&I-circuit use provides high reliability and

* Separate LIGHT SENSCR allows user take
measurements of an optimum position,

* LCD display provides low power consumption.

* Compact, light-weight, and excellent operation.

* Precise and easy readout, wide range.

* LCD display can dearly read out even of high

* High accuracy in measuring ambient light.
GEMERAL SPECIFICATIDONS

Display 13 mm { 0.5" ) LCD. Power Approxe. DC 2 mA.
Measurement Lux, F-candle, Consumption

Data hold, Analog output. Output Analog output.
Ranges Lurx : Operating Temp. |0to 507 (32 to 12F ).

0 to 50,000 Lux, 3 ranges. COperating Less than 80% R.H.

Ft-candle : Humidity

0 to 5,000 Fr-candle, 3 ranges.  |Dimension Main Instrument ;
Zero adjustment  |Internal adjustment . 1637030 mm{6.4x2.8x1.2 inch )
Over-input Indication of " 1 ", Sensor probe:
Sampling time  |Appro. 0.4 second. 82557 mm ( 3.2x2.2x0.3 inch ).
Sensor structure  |The exdlusive photo diode & Weight 2200 ( 0.52 LB ) with batteries.

color correction filer, Accessories Instruction manual........... 1 PG
Power Supply DC 9V battery. 006P, Included

MM1604 { PP3 ) or equivalent.

ELECTRICAL SPECIFICATIONS (23 £57)
Range Resolution Accuracy Range Resolution Accuracy
2,000 Lux 1 Lux +(5%+2d) [200Fcandle [0.1Ftcandle |+({5%+2d)
20,000 Luxx 10 Lux +(5%+2d) [2000F-candle |1 Ftcandle |#(5% +2d)
50,000 Lux 100 Lux +(5%+2d) [5000 R-candle |10 Pt-candle |+({5% +2d)
ANALOG OUTPUT

0.1 mv1 digit, Max. 200.0 mV,
¥ Brrsarsnes snd crecifieatines boted in frie beechire soe obiset froshonme withen s nesiee MEN= ¥107
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LIGHT METER .......

Model : LX-105 IS0-9001, CE, IECI010
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LIGHT METER
Model : LX_1702 ISOQ-900i, CE, FIECIGI0
FEATURES
* 5 ranges -
— 0 000004 OO0 R0, 0D 00, 000 L.
4 * Resplution :

0.01 Lux to 1040 Lux
0.01 Fr-cd to 10 Fr-cd

* Sensor wsed the exclusive photo diode
& color comection flter, spacnom
meet CIE. photopic.

* Sensor cosine correction factor

meet standard.

Separate Light Sensor allows wser

3

to measure the ight af an optimuam

S D
=
Bt i
I persition
Lux & Foot-candle unit selection.

Large LD display with bar graph
TWater resistance front panel

Zerp adjusting button.

Darz hold and Pesk hold.

MMemory fonction with Recall Awio
Ao power off or mamal power off.
F.5-232 computer dats outpuat

@+ ¥ F B o® o ¥
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LUTRON ELECTRONIC

The Arr of Measurement
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FEATURES

* Selecton of lighting type (Tungsten,
Fluorescent, Daylight or Mercury).

* Super large LCD display with contrast
adjustment for best viewing angle.

* Sensar used the exclusive photo diode & color
correction filker, spectrum meet C.IE.

photopic.

* pual function meter's display.

* Heawy duty & compact housing case.

* Sensor cosine correction factor mest standard.

* Records Maximum, Minimum and Average
readings with RECALL.

* Microprocessor circuit assures maximum
possible accuracy, provides spedial functions

and features.

* Relative % light measurement.

* Zero adjustment by push button.

* Data hold.

* Wide measurement both of Lux & Foot Candle

measurement.

¥ Ruto shut off saves battery life.

* RS 232 PC seral interface.

GENERAL SPECIFICATIONS

Circuit Custom one-chip of micro- Power off Auto shut off saves battery life,
processor LSI circuit. or manual off by push button,
Display * 13 mm(0.5") Super large LCD |Data Output RS 232 PC serial interface.
display with contrast adjustment |Over input Indication of *- - - -".
for best viewing angle. indication
* pual function meter's display. |Operating Temp. [0 to 50 (32 0 122 "F).
Lux = Operating Less than 809 RH.
0 - 50,000 Lux, 3 ranges. Humidity
Measurement  |Foot-candle{Fc) Powsr Supply  |D06P DC 9V battery
& ranges 0 -5,000 Fc, 3 ranges. {Heavy Duty Type).
Relativity : Power Current  |Approx. DC 5.3 mé.
0 - max. 100 % to 1999 %. Weight 335 gf0.77 LB
(depend measuring ranges & Cimension Main instrument:
measuring valueg) 180 x 72 x 32 mm
Lighting Type Daylight or Tungsten, (7.1 x 2.8 x1.3 inch).
Selection Fluorescent, Mercury lamp. Sensor probe:
The exclusive photo diods & B5x55x12 mm{3.2x2.2x0.5 inch]
SEensor color correction filker, spectrum  |Accessories Instruction manual.....eoeee. 1PC.
designed to meet C. L E. included Sensor probe.....veeeeeceeee 1PC.
Sensor cosing comection factor SENSOF COVEY .ovenesnmmsasnmrnanse 1 PC
meet standard. Optional * Hard canying case, CA-06
Memory Recall  [Records Maximum, Minimum Accessories * Soft carrying case, CA-05A

and Average readings with
RECALL.

* RS232 cable, UPCBE-01
* USB cable, USB-01

Zero Adj. By push butbon. * Data Acquisition software,
Sampling Time  [Approx. 0.4 sac, SW-UIB01-WIN
ELECTRICAL SPECIFICATIONS (23 +57C)
Measurement  |Range In-range Display Resolution Accuracy
2,000 Lux 0 - 1,999 Lux 1 Lux (4% +2d)
L 20,000 Lux 1,800 - 19,990 Lux 10 Lux (4% +2d)
20,000 Lux 18,000 - 50,000 Lux 100 Lux (4% +2d)
200 R 0 - 186.0 Fc 0.1 |C (4% +2d)
Foot-candle 2,000 167 - 1,860 1Fc +{4% + 2d)
{ ) 5,000 Fc 1,670 - 5,000 Fc 10 (4% + 2d)
* gppearance and specifications listed in this brochure are subject to change without notice. 0603-LX015
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Model : LX-1102

* 5 ranges :

40.00/400.0/4,000/40,000/400,000 Lux,
wide measuring range.

FEATURES
£

indicator.

Large LCD display with bargraph and

* Water resistance front panel

* High resolution :

* Use the rubber key for the function select.

0.01 Lux to 100 Lux, 0.01 Ft-cd to 10 F-cd * LsI circuit provides high reliability and
* Sensor used the exdusive photo dinde & durahility.
color correction filter, spectrum mest C.LE. * Zero adjusting button.
photopic. * Data hold.
* Sensor cosing comrection factor meet * Memory function to display the max. & min.
standard. display value with Recall.

* Separate Light Sensor allows user to * Auto power auto off or manual power off.
measure the light at an optimum position. * Compact size and excellent operation.
* Lux & Foot-candle unit selection. * Built-in low battery indicator.
* R5-232 computer serial data output.
GENERAL SPECIFICATIONS
Display Large LCD dispaly. Operating Dto50°C ( 32 0122 °F ).
LCD size 52 x 38 mm, 4 digits. Temperature
with bargraph indicator. Operating Max. B0% RH.
Measurement S ranges : 40.00/400.0 Lux, Humidity

B ranges 4,000/40,000/400,000 Lux, Power Supply 0T 9 battery. (0GP,
Uinit Lux, Foot-candle ( Ft-cd ). MMN1604 ( PP3 ) or equivalent.
Sensor The excusive photo dicde & Power Approx. DC 8 mA.

color correction fitker, spectrum Consumption

meet C.I.E. Cosine comrection Weight 220 g/0.48 LB.

factor meet standard. Dimension Main instrument :
Zern External adjustment by 200 x 68 x 30 mm
Adjustrnent pushing button. (79x2.7x1.2inch).

{ 40.00 Lux range only ) Sensor probe
Peak Hold To hold the peak display. 82 x 55 ¥ 7 mm
Diata Hold To freeze the display value. (3.2x 2.2 x 0.3 inch ).
Memary Save the max. & min. value Accessories Instruction Manual....... 1 PC.

with Recall. Included Light Sensor with protection
Owver and Cwver range Indicator : T i s s 1PC
Under range oot Optional R5232 cable, UPCB-02
Indication Under range Indicator : Accessories A pplication Software,

" i SW-UB01-WIN
Power Off Auto or manaual power off. Hard canryingt case, CA--06
Data Qutput RS-232 serial data output. Soft canryingt case, CA--05A

Model LX - 1102

ELECTRICAL SPECIFICATIONS ( 23+57°C )
Measurement Range In-range Display Resofution Accuracy
40.00 Lux 0 - 40.00 Lux 0.01 Lux
Lux 400.0 Lux 36.0 - 400.0 Lux 0.1 Lux (3% rdg + 0.5 % F.5.)
4,000 Lux 360 - 4,000 Lux 1 Lux
40,000 Lux 3,600 - 40,000 Lux 10 Lux
400,000 Lux 10,000 - 400,000 Lux 100 Lux < 100,000 Lux :
+(3% rdg + 0.5% F.5..)
= 100,000 Lux :
& for refereance only
4.000 Fc 0-3.720 Fc 0.001 Fc
Foot-candle 40.00 Fc 3.35-37.20 0.01 Fc +( 3% rdg + 0.5 % F.5..)
(Fc) 400.0 Fc 33.5 - 372.0 c 0.1 Fc
4,000 Fc 335 -3,720 K 1Fc
40,000 Fc 930 - 37,200 Fc 10 Fc < 9300 Fc:
+£( 3% rdg + 0.5 % F.5..)
= 9,300 Fc
& for referesnce only

Note : Acouracy tested by a standard paraliel iaht tmgsten lamp of 2856 K degree  temperature,

* Appearance and specifications Rsted in this brochure are subject o change without notice,

CAT-0302-1¢1102
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Anemometer, Humidity
Light Meter, Thermometer

Model : LM-8000 IS0-9001, CE, IEC1010

FEATURES

* 4 1n 1 professional measuring
instrument:
Anemometer, Hygrometer,
Thermometer, and Light meter.

* Tiny bone shape with lightweight
and small size case design.

* Low-friction ball vane wheels
design provides high accuracy
at high and low air velocity.

* Exclusive photo diode and color

correction filter light sensor,
spectrum meets C.LE. photopic.
* High precision thin-film capacitance

humidity sensor with fast response.

* Standard type K (NiCr-NiAl)
thermocouple outlet suitable for all
kinds of type K probe.

* Build in microprocessor circuit
assures excellent performance and

accuracy.
* Maximum and minumum value.
Zero button. Data hold.

L1 rl.UlIOI'I

LUTRON ELECTRONIC
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maasured values or air velocity and temperature measured Humidity 10 to 95 %:RH < 70% RH :
values &t the same time. + 4 %RH
* Zero button dasign makes light meter calibration. =70% RH
* Hold function to freeze the current reading valua, +( 4%rdg + 1.2 %RH )
32122 'F +25°F
GENERAL SPECIFICATIONS 0to 50 C +12°¢
Display LCD display, 8 mm digit height. Light 0 to 20,000 Lux +5% rdg +8dgt
Measurement  |Anemometer, Humidity, Temperature, Light 0to 2,000 Fc
Operating Max. 80% RH. Temperature  |-146t0 2372 F + (1% rdg + 2°F)
Humidity (Type® }  |-100to 1300 C + (1% rdg + 17)
Operating Oto50° C(32t0 122° F)
Temperaturs Ramark ¢
Cver Input [ndication of ™ - - - © fémin : fost per minute MPH : miles per hour
Display mfs ; meters per second knots ; nautical miles per four
Power Supply  |006P DC 9V battery (Haavy duty type) kmh ¢ kilometers per hour Ft-cd ¢ Faet candle
Power Approx. DC 8.2 mA
Consumption OPTIONAL TEMPERATURE PROBE
Weight 160g {battery included) AND OTHER ACCESSORIES
Cimension HWD 156x60x33 mm (6.14x2.36x1.29 inch). Thermacouple Probe  [TP-01, TP-024, TP-03, TP-04
Standard Instruction Manual (Type K)
Accessary Camying case * High quality carrying case with sash,
Optional Carrying case. CA-SZA
Accessories Type K Temperature probe.

* Appearance and specfications listed in this brochure are subject o change without notice.
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4in1

Anemometer, Humidity Light Meter, Thermometer

Model : LM-8000

* CJ'F selectable by prezzing button on the front panel.

* Lux/Feet-candle selectable by preszing button on the front

panel.

* Air velocity measuring units selectable by pressing button on

the front panel for five kinds of units.

* Multi channels display for relative humidity and temperature

0.4 to 30.0 m/s

1.4 to 108.0 km/h

0.9 to 67.0 mile/h

0.8 to 58.3 knots

FEATURES ELECTRICAL SPECIFICATION ( 23 £57C )

* The LM-8000 is @ 4 in 1 professional measuring instrument: Mezsuement Range Resolufion
Anemometer, Hygrometer, Thermometer, and Light meter, Air velocity fi/min 50 to 5910 fymin_ | 1 fi/min

* Tiny bone shape with lightweight and small size case design m/s 0.4 to 30.0 m/s 0.1 mjs
are suitable for handling with one hand. km/h 1.4 to 108.0 km/h | 0.1 km/h

* Wristlst design provides extra protection to the insbrument MPH 0.9 to 67.0 mile/h | 0.1 MPH
especially for user one hand operation. knots 0.8 to 58.3 knots | 0.1 knots

* Low-friction ball vane wheels design provides high accuracy Temperature |32 t0 122 'F 01F
at high and low air velocity. { thermister) |0 to 50 T 01

* Exclusive photo diode and color comection filker light sensor, Humidity % RH 10 to 85 %%RH 0.1 %RRH
spectrum mests C.LE. photopic. Temperature  |32t0 122 'F 0L1F

* High precision thin-film capacitance humidity sensor with { thermister) |0 to 50 T 0.10¢
fazt response to the humidity varisty. Light Lux 0 to 20,000 Lux 1 Lux

* standard type K [NIiCr-Nial) thermocouple cutlet suitable Ft-cd 0t 2,000 Fc 1 Ft-cd
for all kinds of type K probe. Temperaturs { Type K ) -148to 2372 T 01F

* Build in microprocessor circuit assures excellent -100 to 1300 T 01
performance and aoCuracy.

* Concise and compact buthons arrangement, easy operation. Measurement  |Range Accureacy

* Memorize the maximum and minimum value with recall. Air velocity 80 to 5910 ft/min

= 20 mfs : £ 3% F.5.
>20mfs: £4% F.S

320122 F

+25F

0to 350 T
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MECO MAKE

. MECO" =21
HMCE 1mag
—
New
Preliminary
Data
L E]
LUX Mater | Light Meter
Sperical Function HOLD ¢ MAK S RAIN DA MM S
AVG T APOD
Ramize g | i 200000 fux, O e 18580 fc
Hesolution [ 1 s 10 o 19999),
T Jues (200000 Lo 2000000
T e i to 18580)
_S_p-eu:lra:'l Response As peer CIE Phatogic Stesndard
Spectral Angle 1 < 8%
_Acceptande Angle '3 = 2% Cosine Cornacted (150°)

Total Accuracy for
CIE Standard Illuminant

+ |'_t=.'=.rdg + 10ggts)

A (2856K)
Accumacy Staled at 23°C £ 55C, < 70% RH
Temperalure Coefficient 0.1 Timeathe Applicable Accuracy
Specification per C Ol of 235C + 590
Measurement Rate 1 Tires / Second.
Operating Environment | 0°C to 50°C, < 70% &H .
Stovage Temperature 20°C 10 50°C, < 80% RH
{bartery repsoeed from meter)
Battery Life 180 hours (approx.)
Low Batlery Indication - !
_{_'.'irmnium 25X 51 x 133mm (appros.) i
Weight 11 5gms including bater .|-5.-',z|1p:rnx.|
Accessories 1.5W AAA Battery (fitted-in) x 2

Wristletx 1, Prolection Cap s 1

waw. mecomsl.com

RPM Meter

HOLD / BAAX S MIN ¢ BAANAIN

0.1 mam {1000 o 1599995 rpm

Stated Accuracy ar 2371 V5L

Speical Function
L AVG S APD
Range 010 i 95596 rpm
1.7 & Thithrps
Resalution
T s (.7 A33. 3
| rpeny W} i
I mps (334 1ol a6 ;
Accuracy i = .02 % of rearis -]
= 75% RH
Temperature Coefiicient 0.1 Tirmes the Al

Speciication per 2C ¢

jﬂp-l!l’aﬁﬂﬁ Fllh’iﬂ_ll’ll'l’ll:“l"ll

Q20 10 309C, < 7%

Storage Temnperature

Battery Life:

Low Ballery Indication

Ty GO
thateny ramosied |

=20

30 hours ap

L= |

Drimensions 25 51 1 33mm lappros)s

Weight 1 10mms inchucling b e}

Arcessories 1T.5% AN Battery (fited-Inl x 2
Wristlet 5 1, Pretection Cap « 1
Reflective Tape x 5
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Metrix+"

Digital Lux Meter (llluminometer)

=y,
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Specifications

LX 1330A

LX 101

Display

Large 48%31 8mm LCD display

3 1/2 digit 18mm (0.7") LCD

Measuring range

1~100,000 Lux

110 50,000 LUX 3 Ranges

3 Measuring Ranges

0-2000/ 2000-19990/ 20000-100000

0-2000/ 2000-19990/ 20000-50000

Accuracy (23°C £5°C)

=4%rgd=0.5%f s

+5%2d

0-2000 1Lux/ 2000-19990 10Lux

0-2000 1Lux/ 2000-19990 10Lux

Resalution 20000-100000 100Lux 20000-50000 100Lux
Response Time 1 second 1 second

Data Hold o o

Low Power Indication 3 N

Ower Level Indication A +

Repeatability +2% +2%

Operating Temperature &
Humidity

0°Cto 50°C (32°F - 122°F)
less than 80%R.H.

0°Cto 50°C (32°F - 122°F)
less than 80%R.H.

Sampling Frequency

1.5 times Second

0.4 seconds

Light Sensor

Built in Rotating Head Movable Clockwise

80° anti clockwise 180° easy to measure

Separate Light Sensar

Power

Sv Battery (006 P 9V)

9V Battery (006 P 9V)

Size & Weight

166.2764.0*30.5mm 118aq.

118mmx70mmx29mm 200g,

Accessories Included

Hard Carrying Case and Instruction
manual

Carry Case, Light Sensor and
Instruction Manual
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