BEARING & TOOL CENTRE

Head Office Ahmedabad Branch
1* Floor, Vyapar Bhavan, Kadia Kui, GF-B-14, Jayraj Complex, Nr. Soni ni Chawl,
Relief Road, Ahmedabad - 380001. Odhav, Ahmedabad - 382415,
Ph:- 079 - 22160386, 65254835, 22134835 Ph:- 079 - 22890202, 65458950, 65404657, 65400202
Mobile : 7619819941, 9375706649 Mobile : 7878825197, 7819819938, 9375706648

Website : www.bearingtoolcentre.com, www.bearingtoolscentre.com | Email : info@bearingtoolcentre.com

Our Sister Concern : RELIEF SERVICE CENTRE

Repairs, Removal of Jaw Error, Bore Gauge Extension, Instrument Modifications & Spares

Quotation
[ 166 [ Rockwell Hardness Tester —Insize M ake |
Type Manual Automatic | Digital MICRO-VICKER | BRINELL
Rs. 144640 186993 - Price on request 334523
Mode (I1SH) | R150 MR150* DR150* TDV2000* BRV*
Catalog Page No.- 2 | Page No.- 3 | Page No.- 4 | Page No.- 5 Page No.- 6
| 166 —1 | Rockwell Hardness Tester |
Type Analog Analog Analog Digital
Rs. 37440 57360 89760 184800
Modd | RAS RASN RASNM RASNE
Make | SAROJ FIE FIE FIE
Catalog | Page No.- 8-11 | Page No.- 12-13 | Page No.- 12-13 | Page No.- 14-15

*** \Warranty —6 Months ,Certificate - No

Terms & Conditions —

Goods offered - Subject to Prior Sale

Price Validity: "15 Days from Date of Quotation™

C.S.T 2% extra against form C. Otherwise 5% without form C For Out of Gujarat Sales only.
VAT 5% extra for Sales within Gujarat. Prices Ex-Godown Ahmedabad.
Payment against Proforma Invoice, Packing, Forwarding & Freight extra.
Bank Detail — Kotak Mahindra Bank Ltd.

Branch — Shivranjini

Bank IFSC Code - KKBK 0000 810

Bank Account No. 08102 00000 2689

Note - While making payment online do mention your Company's name.
TIN NO 24070901229 , CST No. 24570901229

We are looking forward to your valued orders.
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INSIZE MAKE

MANUAL ROCKWELL HARDNESS TESTER

CODE ISH-R150

SPECIFICATION
Hardness scale
Preliminary test force
Testlorce
Display
Slage a.l.av a_i..'iun
Load contral
-“il.'l. ruacilng

_Mmﬁp_locq haight
Max. workplece depth
Dimension

Waeight

STANDARD DELIVERY
Main unit

B60mm flatanvil
2150mm flat anvil

V-type anvil

Diamond indenter

j Inadiuniosd handia

@1 50mem flat il

K

W-type anvil

HRA, HRB, HRC, HRD, HRF, HRG

B8N

SBBM, SBON, 14T1N

analogue

maral

il

0.5HR

170w

165mim (from the conber of indenter)

5200 180> TO0mm

G0kg

@1 _5875mm carbide ball indenter

Hardness test block HRBS5-95

Hardness test block HRCE0-T0
Hardness test block HRC20-30
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AUTOMATIC ROCKWELL HARDNESS TESTER
CODE ISH-MR150*

stage
Lest force dial L
@1 50rmem fiat anvil
— load dwiell Bme adustment I
s2ar bution —
Wty il
SPECIFICATION
Hardnoss scale HRA HRB, HRC HRD, HRF HRG
" Proliminary tostforce [
S8AN, SBOM, 14T1N
analogue
Load control aulomatic (load/dwellunload)
Load dwelltime 1-899 second
= 0.5HR
" Max.workpieceheight  BREC
" Max.workpiocodepth 000 R T e ey
Dimension 5200 160= TO0mm
T weigne 0 DM

STANDARD DELIVERY

Maimn umnit 21.5875mm carbide ball indenter

Ii 260mm flat anvil Hardness tost block HRBA5-55

2150mm fat anvil

Hardness test block HRC20-30

If V-type anvil

ﬁ!amnd |n1iuﬁlat

*Mo suffix on code No. lo devole AC voltage and plug (refer lo page V1)
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DIGITAL ROCKWELL HARDNESS TESTER
CODE ISH-DR150*

it scald  tobad todl Bmas

o dwed] —
T
5ot IRrn
aorage valus
test force dial
RS232C
printer
&0mm Aal anvil 2150mm Mat anvil W-type anvil
SPECIFICATION STANDARD DELIVERY
Hardness scale HRA HRB, HRC, HRD, HRF, HRG Miain unit

Preliminary testforce 98N B60mm flat anvil
.Tu_;;l force : 588 980, 14T1N ”E!-iﬁ.ﬂmm'.flalanwt
Stage elevation rmanual
Load control automatic (loadidweliunioad) 21.5875mm carbide ball indenter
Load dwell time 1-30sacond Diamond indenter
W 0.1HR Rockwelltestblock

V-type anvil

Data output RS232C RS232C cable

Max. workpiece haight 170mm Anti-dustcovar
Max_ workphece depth 1 30mmmi{fron tha conter of indantar )
Dimensicn S510%212=730mm
Waight B5kp
& )
Add suffix on code No. to devote AC voltage and plug (refer 1o page V1)
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DIGITAL MICRO-VICKERS HARDNESS TESTER
CODE ISH-TDV1000A*

—-— AT COnNCion

= Maasure hardness ol thin or small workpeaces

= BasedonVickers{HV), can be converied to Rockwell{HRA, HREB and HRC)

SPECIFICATION
Testlorce 0.01, 0.025, 0.05, 01, 42, 0.3, A5, kgl

HVO.01, HVDU025, HVD.03, HVO.1,

Vickers scales HVO.2 HVO.3, HVO.5. HV1 viee
Stage elevation marual i
Load controdl automatc (load/dwelllunioad)
Load dwelllime 5-60second (5 second increment) J"‘
Dbjncuw 100, 40X eybnder holer
Eyeplece 18%
Total magnification L SO — T

600X (lor measummant) Main unit
Max. workplece height JR-500 10X, 40X objective

T Tl aSmm (fromthe center of indenter) "~ Micro Vickers indenter

dimensions: 100=100mm Micro Vickers test block

X-¥ stage travel range: 25= 25mm (TOOHV1, 400HVD.2)

graduation: 0.01mm Slice holder

Data output Il RE232C "~ Vieo

Dimension . 540= 500= 54 frmm “'C;'I-Il'l-dnrhﬂldnf

Waight S0kg " Lavel

i
Add suffix on coda No. o dovole AC voltage and plug
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BRINELL/ROCKWELL/VICKERS HARDNESS TESTER

CODE ISH-BRV*

Rockwel display

microscops for Vickers and Bringll
15X ayepiece
graduatan 0.01mm
obyacire 2 5X05X

shidor

SPECIFICATION

Rockwell test load

Brinell test load

Vickars tost load

Stage elevation

Load control
Magnification of microscope
Max. workphece haight
 Max. workplaco dopth
Dimension
Waight
STANDARD DELIVERY
Main unit

Diamond Rockwell indenter
B5mm érlnell indenter

22 S5mm Brinell indenter
Vickers indenber

B60mm flat anvil for Rockwaell

2150mm flat anvil for Rockwell

*
Add suffix on code No. 1o devols AC voltage and pheg (refer 1o page V1)

1 '
—
s Bl sl lor Floscheansll
lnadiunicad handle
—
abyDe el v R nCicasll
test force dhal ~
W rm ol wrvel bor Vieokers mrd Bineell

Chooss Nardness scale

Ve armel Yo ViEnsed aret Bl

1,587 5mm carbide ball indenter

‘98N proload, 588, 980,147 1N totalload

0.5HR

306,613, 1838M

294N

manual

marual

37507 5X (selectable)

180mm

200wnm{from tha centar of indenter)

S46=300=TETmm

S0kg

1pe V-anwil for Rockwell

e " Flatanvilfor Vickers and Brinell
ipe V-anwil for for Vickers and Brinall
pe Rockwall test block HRC [high, low)
1pc Rockwelitest block HRB —
Tpc Brinell lest block

1pe Vickers test block

1pc Anti-dustcover
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SUFFIX

=l ]|

plug A plug B plug C plug D

= Add suffix on code No. to devote AC voltage and plug
such aslSP-Z30158-P and ISP-Z30158-U

Suffix
Code Fage voltage: 220V voltage: 110V
plug A or B plug C or D

- ISM-WM200 NG -P U
ISM-DL120 N8 P U
ISM-2S45 ] N9 -P U
ISM-ZS45T No -P U
- 1SM-S40 N10 -P U
ISM-M1000 N11 P A
ISM-MG0D N12 P U
ISV-ES5 a1 P U
ISV-E55B Q2 P U
ISV-MUES5 Q4 P u
ISV-1000D a6 P u
ISL-DR2 R1 P u
ISL-DR3 R1 P U
RE P U
ISH-MR150 2 P U
ISH-DR150 s3 P U
= ISH-TDVZ000 54 P =
= P U
ISH-PHA S6 P U
ISH-SPHA 57 P U
ISH-SPHD sg p U
ISF-DF T2 -P -u
U1 -P -u
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SAROJ MAKE

SAROJ HARDNESS TESTERS

Model : RAS Meodel : RAB-250

ROCKWELL, ROCKWELL BRINELL COMBINED,
ROCKWELL/ROCKWELL SUPERFICIAL COMBINED
SYSTEM HARDNESS TESTERS
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Features :

ROCKWELL, ROCKWELL BRINELL COMBINED,

ROCKWELL/ROCKWELL SUPERFICIAL COMBINED

SYSTEM HARDNESS TESTERS

SAROJ Hardness Testers, Model RAS, RAB-1, RAB-250, TWIN are manually operated . All ihese models are suitable for
testing hardness of metal sand alloys of all kinds hard or soft, whether flat, round or irregular shape. These testers are
simple in design and easy to operale, yel sensitive and accuratle. Vanous models from the wide range are suitable for

These lesters strictly confirms to 1S:1586-2000, ASTM:E 18 for Rockwell Superficial Test and 15:2281-2005, ASTM.E 10

for Brinell Tesl.
r )
MODEL RAS : MODEL RAB-1 : MODEL TWIN :
Automatic load selection with Automatic load selection and automatic Automatic load selection with
automatic zero selting dial gauge. zero sefting dial gawuge. Facility for Brinall automalic Zero setting dial gauge:
tests with 187.5 kgl koad with 2.5 mm ball
M Spedion. indicator, additionsl load 250 kgl. with Smm | "Manual operation.
ball indentor for testing hardness of non- Diamond holder is guided in a ball
lerrous metals. cage, which enebles lesting of
Bmm (upto 3mm dia.)

MODEL RAB-250 :

Similar to RAB-1, but of bigger capacity. Diamond holder is gusded in ball cage,
which anablos testing of small ping having dia less than Gmm (upto 3mm dia. )

\ v,
Standard Accessories :
=

r MODEL RAS RAB-1/RAB-250 TWIN

Testing table S0mm dia 1Pc. 1P 1Pe

Testing table 38mm dia with *" groove for round jobs 1Pe, 1Pc. 1 Pe

6 to 45mm dia.

Diamond ndentor 120° 1Pc, 1P 1P

Stoal bal Indentor 116" 1Pe, 1P 1Pe

Test Biock Rockwell 'C” 1Pe, 1Pc 1Pe

Tast Block Rockwel ‘8 1Pe, 1Pc 1Pc

Tast Block Rockwell Suporficial W' NI, HIL 1Pe

Allen Spanners 5 Pes. 5 Pes 5 Prs

Clamping Device 1Pc. 1P 1Pc

Dash Pot Od 1 Batte 1 Bolte 1 Bottia

Rubber ek for @levatng scrmy [otecnon 1Pc. 1Pe 1Pc

Instruction Manual 1 Book 1 Book 1 Book

Brinall Mecroscopa HiL 1Pc HIL

Stasll Ball lndéntor 2.Smm NIL 1P MIL

Test Block HB 2 5MBT .S NIL 1Pe ML
 Stell Badl Ingentor Smm NIL 1P MIL )
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HARDNESS TESTERS

MODELS : RAS, RAB-1, RAB-250, TWIN

. -
MODEL UNIT RAS RAB-1 RAB-250 TWIN
Loads lgf, B0, 100, 60, 100, G0, 100, 15, 30, 45,
150 150, 187.5, 150, 187.5, {Rockwel Superficial)
250 250 60, 100, 150 [Rochwsll)
Imitipl Load gt 10 10 10 3 {Rockwsll Suparcial)
10 (Rockwall)
Max. Tt Haight i 30 230 330 330
Dupth of thnoad mm 133 1323 150 150
Max. dopth of alavalng mim 240 240 355 355
soniw bolow Bose
Sire of bhase {approx. ) mm 170x430 1T0x430 210u4T4 210md T4
Maching Hasght (approx. ) mim 855 655 As0 BS0
Mat Wesgihd {approx.) mm 65 &5 100 100
L o
Loads and Indentors for
‘SAROJ" Hardness Testers for Rockwell and Brinell Tests.
Totsl load in kgl B0 100 150 1875 250
(Initiad load 10 kgl.)
Indonbor Diarmand 120° Ball 1168 Diamond 120° Ball 2.5 mm 0 Bak 5 mm
Tost Scales Rockwall A Rockwel B Rockwel © Brinell, FD =30 Brinall, FD'=10
Suitable for Tasis on case Annaaled, ferrous Annealed, hardnensd Annapled sieal Copper, Copper
hardress stoal and and tempaned deap Bnd cast Fons nlloys mnd A, alyos
non ferrous matals case hardenad steel

Use of combinabions of 60, 100 & 150 kgl loads against Duamond Indentor and 1/16° steel bad indenior pacrmil camying oul 1ests on RockweE D, F & G
scales. By use of 187, 1447 & 1727 dia ball indeniors in combanations of 60, 100 & 150 kgl loads., tests can be camed oul on Rockeell E.H.K.L . M.P.R. 5
&V scales also
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6.35 0 (1147 SRR

rff.‘i- 3.“91
s =T
i W
| L Indanior -t

3
=30
Short nity ey Goosanack Vinri-rosl b support
Inchanior Adaplor Mo.1 Adaptor Mo 2 odd shaped pobs.

() a:ba
(17 by I50
n T =] &
-]

Stoel bal Inderdcr Tost Biock ' 2
@ (e, 14" W7) 49 @ x Brrwn Thick Dimmond Indantor Testing Table 200 mem 0. Testing Table 15 mm @,
P70 2y
130
i) < 250
Cylinder on sl for Tasting et Eyaball arvil with
P20 testing big job Ly, 254 @ or 38 mm © bell
DHamond apot anvd above 20 mm @, m—nn.
D=5, 10,15, 20, 25

{o

250

Goosersck arvd for
ppe 5 o 25 mm 1D with Jack rest for long jobs
5 rram sbop insorts. H = 200 or 300 mm.

Due 1o constant R & D, specifications and features are subject 1o change without notice. The dimension given are approximate.
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FIE MAKE

HARDNESS TESTING MACHINES I
SERIES - RASN

2B

PRINCIPLE :

Rockwell & Rockwell superfical tests consists of forcing an indentor (Diamand or Ball) into the surface of & test piece in two steps i.e. first with
predfiminary test force and thereafter with additional test force and then measuring depth of indentation after removal of additional test force
(Remaining prefiminary test force active) for measurement of hardness value.

Brinell test consists of forcing a hardened ball into surface of a test piece with a specified test-force and measuring the diameter of indentation
for evaluation of Brinell hardness numbser,

OPERATION :
For Rockwell & Rockwell Superficial Test :
In case of 'RASN' series machines for Rockwell & Rockwell superficial tests a preliminary test force in first applied and then indicator is

automatically set for rero, Quickly thereafter an additional test force is applied without removing the preliminary test force. When the
penetration is stabilised, the additional test force is removed and the hardness number is shown directly on the indicator.

For Brinell Test :

The operation is exactly same as above. However, the diameter of impression is measured outside of machine by Brinell microscope. Brinedl
hardness number is. found out by referring corresponding hardness tables showing hardness number against dia. of indentation for specified
ball diameter and test force.

RASN (T)

RASN (M)

Rockwell system Hardness Tester
Modeal RASN

® Suitable for Rockwell tests,

® Manually operated

# Prefiminary Test Force - S8.07 N (10 kgl

# Additional Test Force - 490.3, 882.6, 1373 N
(50,90, 140 kgf)
588.4, 9807, 1471 N
(60, 100, 150 kgf)
# Test force selection by external dialing

® Auto pero setting dial gauge.,

& Total Test Foroe -

Rockwell cum Brinell Tester,

Model RASN (B)
& Same a5 RASN above. In additional,

& Addional Test Force - 1471, 2354 N
{177.5, 240 kgf)

& Total Test Force - 1839, 2452 N
(187.5, 250 kgl)

Rockwell cum Rockwell Superficial
Hardness Tester, Model RASN (T)

& Suitable for Rockwedl & Rockwell Superficial

hests,
® Manually Operated.
® Preliminary Test Force - 29.42, 98.07 N
(3, 10 kgf)
# Additional Test Force - 1777, 264.8, 411.9,

450.3, BB2.6, 1373 N
(12, 27, 42, 50, 90 &
140 kgf)

147.1, 294.2, 441.3,

SBE.4, 980.7, 1471 N
(15, 30, 45, 60, 100,
150 kgl

& Auto zero setting dial gauge.

# Total Test Foroe -

Motorised Rockwell system Hardness Tester,
Model RASN (M)

 Suitable for Rockwed Tests.
«» Motorised for automatic operation cycle Le.
losadfdwell/unioad.
o Preliminary Test Force - 98.07 N (10 kgf)
o Pdditicnal Test Force - 490.3, 882.6, 1373 N
(50, 90, 140 kgf)
588.4, 980.7, 1471 N
(60, 100, 150 kgf)
o Test force selection by external diafing.
Auto zero setting dial gauge.

o Total test Force -
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L &Y' |
mm“ﬂummﬂ-m-u—ﬁwmihnﬁmmmm HOME
1) The machine body is having a taper front look and a big size 4) An antifriction linear bearing with almast no clearance is

dial gauge in the front. The machine is powder coated for far provided for & perfect vertical movement of loading plunger with
betier look. The paint shade do not fade and maching looks minimum {riction. This enable testing of small dia. pin or ball
like new over year. upto 3mm dia.

ground bush, not allowing movement of elevating scrow mong gauge or digitsl readoul. Henca zero sotling al avary
than 0.05 mm when raised 1o full height. The accuracy is ﬂhn;-d "

returned for years together due (o hardened bush.
3) A hardened and ground stepped bush is flxed on top of main &) Al four modals confirm 1o respective standands as undaer

screw for location and rest surface. This guaraniees no change IS : 3804, BS 10108-2 & ASTM E-18 for Rockwoll Tesi.
in results due io rough handling of test iable or tesi plece. 15 ; 5073, BS 10189-2 & ASTM E-18 for Rockwell Supericial Tesi.
It means a trouble free long lile machine accuracy. IS : 2281, BS 10003-2 & ASTM E-10 for Brinell Test.
STANDARD ACCESSORIES :
MODEL ~ RASN _RASN (B) RASN(T) RASN (M)
Testing table S0mm dia 1 1 1 1
Tl:!l:lng Tabla J8mm dia. with ) i " 1 "
V" groove for round jobs 6-45 mm dia
Diamand Indentor - Rockwell. 1 1 1 1
Sieal Ball Indenior 1/16"with 5 spare balls 1 1 1 1
Sieel Ball Indentor 2,.5mm with 5 spare balls - 1 & '
Test Block Rockwell 'C 1 1 1 1
Test Block Rockwell "B 1 1 1 1
Test Block HB 2.5 /187 5 - 1 - -
Test Block HR 30 N - . 1 -
Allen Spanner 5 5 -] ]
Screw Diriver 1 1 1 i
Clamping Device 1 1 1 1
Dash Pat Odl 1 Battie 1 Batthe 1 Bolthe -
Wooden Box for sid, Accessones 1 1 1 1
Gevaltiy soren pealseli 1 et 1 ' Set ' et
Spare Fuse 1 Amp - = = 1
Power Cabla G " . 1
Brinell Microscope - 1 . .
Machina Cover 1 1 1 1
Instruction Manual 1 1 1 1
TECHNICAL DATA :
MODEL UNIT| __ RASN RASN (B) RASN (T) RASN (M)
Major Load N 588 4, GBO.7. 14T1 GER4, 0807, 1471, WA, M2 588 4 080.7, 14T,
1830, M52 S804, GBOT, 14T1

(kgfl | (60, 100, 150) {80, 100, 150, 187.5, 250 (15, 30, 45, 60, 100, 150) {640, 100, 150)
Minor Load N aa.07 G807 29,42, 98.07 9807

(kg | (10 {109 (3, 100 10y
Max_ Test Haight mm 2 230 230 230
Deplh of Throat mim 130 113 133 13
Mat Wi Approx g | & 0 [ &7
Mic Dimensions (Approx ) | mm L-450, W-265, H-62T L-450, W-265, H-E2T L-450, W-265, H-62T =450, W-180, H&27

OPTIONAL ACCESSORIES ©  « Stood Ball Indentor 1787, 1/470/2" » Testing Toble 200mm dia. « Testing Table 70mm dia, with V" groowe for nound |

10 to BOmm dis, « Viar-resd 1o suppon odd shaped jobs, « Jorminy test fcture for end quench lest « Gooseneck Adopler No.1 « Specinl Damond
Indentor suitable for Gooseneck Adopter MNo.1. » Shorl nib diamond indentor sultable for Gooseneck Adopter No.1. « Gooseneck Adopler No.2.
» Special Diamond indantor suitable for Goosaneck Adopler Mo 2. « Goosonock Adoptar No.J. » Raised contre lesting table 15mm dia_ e Diamond
spol anvil. » Cylindron anvil for lesting big jobs above 20mm dia. « Eyeball arvil with 25 4mm dia of 38mim dia, ball. « Goosenack amvil for pipea 5 bo
25mm ID with Smm slep insens. « Jack res] for long and heavy jobs.
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HARDNESS TESTING MACHINES

For Rockwell, Rockwell Superficial & Rockwell cum Brinell Testing

Principle ;

Rockwell, Rockwell suparficials Rockwell cum Brinell 1est consists of forcing an indentor (Diamond or Ball) into the surface of a test peece in two
steps e, first with preliminary lest force and thareafter with additional test force and then measwring depth of ndentation after removal of
sdditianal test force (Remaining preliminary lest force active) for measurement of hardness value,

RASNE series machings are suitatde for Rockwell, Rockwell superficial& Rockwell cum Brinedl lests. Thase are motorized digital Hardness
testers having LCD display for sasy hardness measurement. The results are displayed in 0.1 Rockwell unit for mone accurale measunomint

Operation :

Vanous parametars of 1est can be sel on front panel by operation of key board and observing LCD
display Wiz high/flow limits, dwell time, auto/manual starl, prinfer selection, scale selection etc. All
sol data can be verfied odited by pressing SCL kiy one afler ancliver,

Machine oparation is very simple, The normal mode s a bar followad by “SET™ indication. Raisae
elevating screw siowly through bar indication till "SET" position which will show "PRESS ETART™
indication. Mow press “START™ button. Loading/unloading cycle will be complated and hardness
is shown on LCD display with high/Good/Low indication. Lower down elevaling screw. Panel will
show normal mode for naxt test. Also when reqguined "AUTO START set "ALTO START on front
panel by operabon of key board & obserning LCD Display then raise slovating scrow slowly
through bar indication bl “SET™ position then it will slaris loadng/unicading cycle automatically &
hardness is shown on LCD Display with High/Good/Low indication

FIE's new "RASMNE' series of Hardness Testing Machines
comae with much improved design & look with following major design changes.

1) Thisis molorized machine having aulomatc knadingunloading cycle suitable for production testing

2) The machine body is having & taper front ook and lange size read-out in the fronl. The machine is powder coated for batler look.
The paint shade do not fade and machine looks like new over yaars

3) The elevaling screw of machine is guided in a hardenad and ground bush, notl allowing movement of elevaling screw mara than
10,05 mm wiin raised to full haight. The accuracy is retaned for yeans logathar due 1o handaned bush,

4) A hardened and ground stepped bush s fixed on top of main screw for location and rest surface, This guarantees no changs in results
due to rowgh handiing of tesl table or test plece, It means a trouble free long e machine accuracy,

5) An anlifriction linear baaring with almost no dearance is provided for a pedect vertical movement of koading plunger with minimum
friction. This enables testing of small dia. Pin or ball upto 3 mm dia

6) These models are provided with automatic working cycle and digital LCD display with 0.1 Rockwall resolution. This insures
produsctivity with batber accuracy.

T) 15:1586: 2000 for Rockwell and Rockwell suparficial test. [5:2281:2005 for Brinedl hardness test.

PDF created with pdfFactory Pro trial version www.pdffactory.com



http://www.pdffactory.com

- .

Standard Accessories : Technical Data :
Model RASHE-] RASNET-1 RAGMEE-1 Model  |unit| RASNE-L FASNET-| RASNEE-1
Testing able S0mm da i 1 1
Testing Gible Jner: din vith ~ groove for 1 1 - Majer Load | sema, genz, | 4, 294, 440, | 5884, 5807, 147,
UG JO0E 35 O 1471 SEA.4 0807, 1471 | 1839, M52
|_Diamand indsntor - Rockees BA 1 = 1 kgl | (60,100,150) | {15,30,45,60,100,150) | (50,100,150,182.5,50)
Diamond indentor - Rockee SF = 1 -
Seell Ball indentor 17167 with 5 spare balis 1 1 1
Stell Ball indesrtor 1.5 mm with § spare balls . i 1 Minor Load TRE S 29, 41, 96.07 58.07
Test block Rockves “C™ 1 1 i
Test hlock Rockwesll “B” 1 1 1 kgt | (10 {3, 10} {107
Test biock HE 2.5/ 167.5 = % i
Test biock HR 30 N = : s Max Test height | mm | 230 2% %
Alien Spannars 4 5 £
Screw Drfver 1 1 | Depth of thepat | mm | 133 113 123
Clamping device: 1 1 1
Wooden bow for sid, acoessories 1 1 i
Telesonpic sheeves for elevating ™) 1 set 1 set Met Wi Approw. | kg | 75 il i
T prorsition
Spare huse | AMP 1 1 1
o] ] 1 I M/c dmensions | mm| L-450, w-175] L-450, w175 L4850, W-175
il Mecrerscope = - i HE2T H-627 H-&2T
Macines ones 1 1 1
Irstrisction Manusl 1 1 1
FIE Motorized Digital Hardness Tester :
Madel RASNE-1 RASNET-1 RASNEB-1
Troe Dugpital Roclowedl Digital Rockwell & Rodowed Superficial Dhgital Rescioedl curm Brinell
Operation Cycle Autoenatic Automatic Aughnenitic
Loy Dl Uiriicsad Liadd/ DwvellUnicad Lasaly Dl Uinsiciach
Prelminary Test Force S8.07 M (10 kgf) 2942 N [JTkgf) & 38.07M (10 kgf) 98,07 M {10 kgf)
Additional Test Force 4903, 826, 1373 N 177.7, 264.8, 411.9, 490.3, BE26, 1373 N 490.3, BELE, 1373, 1471, 2354 N
(50, 90, 140 kgf) (12, 27, 42, 50, %0, 140 kof) (50, 90, 140, 177.5, 240 kgf)
Total Test Foree S84, 980.7, 1471 N 1417, 204.3, 441.3, SB8.4, 9B0.7, 1471 N S8H.4, 980.7, 1471, 1639, 2452 N
(80, 100, 150 kgf) (15, 30, 45, 60, 100, 150 ko) (60, 100, 150, 187.5, 250 kgf)
Test Foroe Selection By externad dialing By external dinirg By external dialing
Set Position With LCD har indicator With LD har indicater With LCD bar indicatos
Ky Boand Entry Throwgh membrane swibches Tor scaie, Theough membeane switches for scale, Thrtaugh memibeane switthes fof stake,
GO-NO GO & dwell tirme selection. GO-NO GO & dwell time selection, GO-NO GO & dwell time selection.
Resolution 0.1 Rockweli 0.1 Rockwell or 0.1 Rockwel
0.1 Rockwell Superficial
Ouput Farallel output for conmecting dot matrix Paraiie] output for connecting dot matri Paralel output for connecting dot matrix
Frinter to got nesults indicating sorial no Printer bo gt resalts indicating sevial no. Printer to et results indicating serial no.
of tests, hardness scale, handness value & of tests, handress Scale, handoss walue & of tests, hamdness scale, handness value &
highipood,icw indication highy'gocd/iow indication ighy'goddiow mdication
Optional Serial PC interface B wanddws softeare Serial PC interface & windows software Serial PC inberface & windows software
fior cnly Rockwel] scales.
Note : For Brinell scale - man uhct!ﬂTﬁu'IHItnﬂHﬂtmmmdhllrdmMlhltﬂmhhrdlwdmmlrﬂmlr
apply the load, then measure the dia by Brinoll microscope only. (No Brinell scale display on scrooen).
OPTIONAL ACCESSORIES

= Siesa| badl indentor 108°, 1047, 172 = Tosting Tablo 300mem dia # Tosting Tatile Tmm dia with " grocve for roand jobes 10 o 80 mm dia, & Vark-rest 10 support odd shapad
jiodtos i Jeemiinny bost Budure for end quench lesi b Goosaneck Adapior Mo, 1 b Spacial dismond indentor suslable for Gooseneck Adopior Mo, 1 I Shart nib dismond indendor
sutsits for Godanec Adogiar No.1 B Gocssnack Adoptod No.2 ® Spedial damond indsmor suitabls for Gooasneck Adantar No2 B Goosenack Asapior No.3
* Rnied coniled bosting table 15mm din B Damond Spol Anvil &= Cylinaron o lor lesting big jobs abowe 20mm s B Eyeball s with 25 4 men dia o 38me dia ball
» Gocsanech armvil lor poes 510 Z5mm 1D with Senm abap nseits. i Jock rost for long mnd iy jolbs.

® PC & Printer is not In our standard scope of supply.

PDF created with pdfFactory Pro trial version www.pdffactory.com



http://www.pdffactory.com

